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UNCONDITIONALLY GUARANTEED FOR > YEARS! : 
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—~@e 


LARGER STEEL JAWS, with heavy serrations and vibration- 
proof mounting screws 


GREATER THROAT DEPTHS—as much as 35% on some sizes 


MORE RUGGED— malleable iron castings with nearly twice 
the strength, pound for pound 


SEALED CONSTRUCTION — abrasive dirt and chips cannot enter 
LIFETIME LUBRICATION —the grease is permanently sealed in! 
NEW HEAVIER HANDLES and swivel lock bars—strength 
increased 50% 


3 TYPES OF JAW FACES available as original equipment, 
or as accessories 


POSITIVE POSITIONING— swivel bases rotate 360°, have 
two positive locks 


.» WILTON costs no more than ordinary vises! 


6 


INDUSTRIAL a > a P 
2 Combination Pine & Bench Vises 
a y g Most rugged and accurate vises built, Wilton “Combi- . 


nations” have become the accepted standard of the 
petroleum industry. This design combines case hardened 
pipe jaws, milled from solid tool steel, with all the 
features described on page 5. Serrated steel jaws are 
standard; for alternate jaw types see page 8. 


Pipe jaws do not interfere with operation of top jaws. 
Swivel base models have 360° rotation and conform 
with Fed. Spec. GGG-V-436d, Type IV. All vises carry 
Unconditional 5 Year Guaranteed. 


PIPE JAWS CLAMPS 


DO NOT PIPE, BAR 
INTERFERE STOCK OR 
w ANY 
OPERATION CYLINDRICAL 
OF TOP OBJECT 
JAWS 
SPECIFICATIONS—SWIVEL BASE TYPE 
Catalog Jaw Pipe Maximum Depth of Approx. 
Number Width Capacity Opening Throat Ship. Wght. / 
c-0 3%" Ya-2Y2" Av" 4Y_" 48 Ibs. . 
C-1 AY," Ye-3Y2" 6” AY,” 70 Ibs. 
C-2 od Ye-AY2"” 62" 5%” 113 Ibs. 
C-3 6” Yg-6" o 7H" 192 lbs. 


: SPECIFICATIONS—STATIONARY BASE TYPE 
CN-O oY" Ye-2V2" 44" AV,” 42 lbs. 


CN-1 AY," Vg-3Y2" 6” 4%" 61 Ibs. 
CN-2 D5 Ye-4V2" 62" 5%" 102 Ibs. 
CN-3 6” Ya-6" 9% 7H” 181 Ibs. 


Precision Jewelers’ Vises 


Built to utmost precision and accuracy. Design is iden- 
tical to that shown on page 5, with great locking strength 
despife small size. Conform with Fed. Spec. GGG-V- 
436d, Type VI. Smooth steel jaws are standard; for 
alternate types see page 8. vs 


SPECIFICATIONS — PRECISION JEWELERS’ VISES 


Catalog Jaw Max. Depth of Ship. \ 
Number ’ Description Width Opening Throat Woght. .- 
20S Swivel base Di 24" lV" AY, Ibs. , 

20N Stationary base De 2%," 1y2"” 4 Ibs. 

20C Clamp base 2%. 24%" 12” 5%, Ibs. 


25C Clamp base 2." 3 ees, 2” 15 lbs. 
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INDUSTRIAL 


Wilton Machinists’ Bench Vises 


SWIVEL BASE TYPE 


Built to rugged and accurate design shown on 
~. pages 4 and 5. Each vise protected by Wilton’s 

¥ FN thi ioe Unconditional 5 Year Guarantee. Conform with 
Berm | Pen eee Fed. Spec. GGG-V-436d, Type VII, Class B. 


z 1 Permanent grease pack provides lifetime lubri- 
= cation and trouble-free service. Improved design 
includes greater throat depth, larger jaw faces, 
increased usable opening. Serrated steel jaws are 
standard; for alternate jaw types see page 8. 


SPECIFICATIONS—SWIVEL BASE TYPE 


Catalog Jaw Maximum Depth of Spindle Approx. 
Number — Width Opening Throat Diameter Ship. Wght. 
250S 22" eae 2" Yn” 13 Ibs. 
3005S al AY," 270 ” 29 Ibs. 
350S apis 5%" 25%" wm" 41 Ibs. 
© : 400S 4” 6%" i/o he” 58 lbs. 
4 450S AY,” 72" 4Ya” Za" 69 Ibs. 
500S SY 8” AV," 1 85 Ibs. 
600S 6” TO" ey ew 1Y%” 164 Ibs. 


800S* 8" 12° Si" 1%" 248 Ibs. 


STATIONARY BASE TYPE 


Easily convertible to swivel base type by addition 
of a swivel assembly. Built to the rugged and ac- 
curate design shown on pages 4 and 5. Conform 
with Fed. Spec. GGG-V-436d, Type VII, Class A. 
Unconditional 5 Year Guarantee. 


Recent improvements include greater throat depth, 
increased usable opening, larger jaw faces. 
Sealed body construction keeps out dirt, makes 
possible permanent lubrication. Serrated steel jaws 
are standard; for alternate types see page 8. ve 


SPECIFICATIONS—STATIONARY BASE TYPE 


— Catalog Jaw Maximum Depth of Spindle Approx. 
5 Number Width Opening Throat Diameter Ship. Wght. 

/ 250N 22" ae 22 YA" 11 Ibs. 

300N A ee 4%" 2%" 7" 25 Ibs. 

350N 32" BA! 2%4" : yw” 35 Ibs. 

400N 4” : 62" 8% ih" A9 lbs. 

450N AY," (AILS AY,” : 7" 60 Ibs. 

500N Se 8” 4” ifs : 75 Ibs. 

600N 6” 10” 5". 14%” 153 Ibs. 


800N*_ Q” 19" 2 BAY ye TIA" Ans 1. 


INDUSTRIAL rT 
= ~= Wilton 


Machinists Bench Vises — 


SWIVEL BASE AND SWIVEL JAW 


Built to rugged and accurate design shown on 
pages 4 and 5. Protected by Wilton’s Uncondi- 
tional 5 Year Guarantee. Conform with Fed. Spec. 
GGG-V-436d, Type VII, Class C. 


With pin in place, swivel back jaw is locked rigidly 
in place, holding the jaws accurately parallel. 
Removal of pin permits swivel jaw to align itself 
with irregular or tapering pieces. Tapered pinand = ¢ 
drift pin are included with each vise. 


SPECIFICATIONS—SWIVEL BASE AND SWIVEL JAW 


Catalog Jaw Maximum Depth of Spindle Approx. 
Number Width Opening Throat Diameter Ship. Wght. 

- 350SJ 342" 5%” 2%" yA" 43 Ibs. 
450SJ) 4Y2" 7" AV," Us 72 \bs. 
6005J ¥ Apia Ay," 1Ye9” 166 Ibs. 


Wilton Vise Replacement Jaws 


A wide variety of jaw faces is available for every Wilton 
Vise. For average factory or repair shop work, hardened 
serrated steel jaws are recommended. For holding soft 
materials or finely finished parts, we recommend Type 
10b, c,d, ore. Vise jaw faces are considered expendable, 
and are not included under Unconditional Guarantee. 


ln, 


HOW TO ORDER 


Recent design changes in the Wilton Vise make it im- 
portant to include enough information with your jaw 
order. To help us send you the right jaw the first time, 
please include the following: 


e Catalog number and description of jaw material 


e All 3 dimensions (width, height and depth) as 
shown at leff. 


FOR WILTON MACHINISTS’, JEWELERS’, AND COMBINATION PIPE & BENCH VISES 


Catalog No. Width of Vise Jaws 2” 22” 3° 3Y2” 4” AY2" 5 6” 
of Replacement &. i 
Jaws, per pair To fit Vise No. 20 250 300 350 400 450 500 600 Nes 
Cc-0 C-1 C-2 C-3 
10A—Steel diamond serrated, hardened $2.95 $3.55 $4.05 $4.75 $5.60 $6.55 $8.45 $10.35 
10B—Steel, smooth, hardened 2.95 3:55 4.05 4.75 5.60 6.55 8.45 10.35 
10C—Steel, smooth, soft 2.95 3.55 4.05 4.75 5.60 6.55 8.45 10.35 
10D—Brass or Copper, smooth 3.50 4.35 4.85 5.65 6.80 7.70 10.25 12.00 


10E—Plastic fibre, smooth 2.85 3.30 3.95 4.55 5.40 6.35 8.25 10.00 
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Replacement Parts mS, 


Bj 


PART 18 -C 


PART 19-C 


PART IO 


“L 9 PART 8 PART 4 = ASS 12 


FOR WILTON MACHINISTS’ AND JEWELERS’ VISES 


To fit Width Part #6 Part #7 Part #8 Assembly Part #12 Assembly Part #27 
Wilton of Part #4 End Piece Main Movable #9 Screw #13 Slide-Bar 
Vise Vise Horseshoe and Sleeve Front Main Body Spindle Swivel Base Nuts, 
No. Jaws Collar Cap Nut Jaw Complete & Handle Complete Pair 
20(NorS) 2” $0.70 $1.00 $2.30 $4.50 $4.60 $2.85 $3.15 $1.75 
250(NorS) 242” 85 125 2.65 5:95 5.95 3.40 4.95 2:10 
300(NorS) 3” 95 1.55 3.05 FBS F605 4.40 7.05 2:55: 
350(NorS) 3%” 1.30 2.50 4.35 9:15 9.25 5.00 8.80 3.05 
400(NorS) 4” 1.50 2.85 5.60 13.30 13.80 5.95 10.55 3.50 
450(NorS) 4%” 1.85 3.75 6.00 17.90 18.60 7.05 12.30 3.50 
500(NorS) 5” 2.10 4.30 6.65 23.85 25.30 8.60 19:35 4.40 
600(NorS) 6” 2.85 5.60 7.65 40.05 43.80 11.10 24.65 5.30 
FOR COMBINATION PIPE & BENCH VISES 
Part #6 Assembly Part Assembly 
Width Part #4 End = Part #7 #13 #18-C #19-C Part #27 Part #33 
To fit of Horse- _ Piece Main Part #12 = Swivel Movable Main Slide-Bar _— Pipe 
Combination Vise shoe and Sleeve Screw Base Front Body Nuts Jaws, 


Vise No. Jaws Collar Cap Nut Spindle Complete Jaw Complete (2) only Pair 


C-0(CN-0) 3%" $1.40 $2.60 $540 $550 $8.15 $15.20 $21.00 $2.95 $ 8.90 
C-1 (CN-1) 42” 1.80 3.40 6.40 7.60 11.95 20.90 31.00 3.85 11.90 
C-2 (CN-2) 5” 2.75 6.50 7.50 9.35 19.25 32.55 46.75 4.70 14.15 
C-3 (CN-3) 6” 2.85 7.05 7.90 11.10 24.65 59.60 83.60 5.30 17.05 


Brass and Copper Jaw Caps 


. - « FIT ALL MAKES OF VISES 


All jaw caps are of universal design and will fit any make 
of vise. Brass and copper type have polished solid metal 
faces and pliable extensions which bend contour of vise. 
Specify catalog number when ordering. 


SPECIFICATIONS—BRASS AND COPPER JAW CAPS 


Catalog No. of 
Jaw Caps 404-2 404-25 404-3 404-35 404-4 404-45 404-5 404-6 


Width of jaws 2 2%" 3” 3" 4" 4V," oe 6” 


Wilton’s all new : 


TRIPLE DUTY UTILITY VISES _ 
--. with all the features do-it-yourselfers want! 7" | 


N 


IT’S A METAL WORKING VISE! 


Superstrong, accurate 5’ serrated jaws 
of hardened steel are perfect for every 
metal clamping job! 


EXCLUSIVE RAPID TITAN® NUT ACTION 


All sizes equipped with Wilton’s patented Rapid 
Titan nut. These all-steel nuts are virtually wear- 
proof. Clockwise handle rotation automatically : taniae” 
engages the nut, and continued rotation advances HW) SA WOODWORKER S V ' 

. . . . wit er ri OW evan 
the movable jaw. Opposite rotation disengages cert, Bias! Clamce werd witheot 
the nut, allows free sliding action. There are no a mar or scratch! 
triggers or buttons to control the nut action. Proven 
dependability. 


3 Complete homeshop vises built into a single 


ADVANCED frame! No longer any need to buy a bench vise, ; 
pipe vise, and woodworking vise separately .. . | 
VISE all 3 are built into Wilton’s all-new “Triple Duty” 
p 
line. These are husky vises, with greater jaw depths 
DESIGN 


and over-sized anvils. Removable Masonite jaw 
faces included with each vise! 


SPECIFICATIONS—UTILITY VISES WITH RAPID ACTION 
Catalog Width Maximum Depth 


Pipe Shipping 
Number of Jaws Opening of Jaws Capacity Weight 
66312 3%" 3%" 24" Ye-1Y2" 18 Ibs. IT’S A PIPE VISE! 
664 4” 4” 23%," Yy.2” 27 \bs. Equipped with heavy duty pipe jaws for - 
665 5” 54” 34” Vp-2 Vy" 35 lbs. clamping pipe, nes and all round 


objects! 


most value 
for the 
customer's 


dollar! 


Wilton’‘s 
beautiful 


hardware 


most 
stunning 
in 


appearance! 


53 


COMMERCIAL 
VISES 


Continuous lines paralleling bottom of body, and bright red enamel 
vise! finish enhance the dashing appearance. Multicolored merchandising 
tag attached to each vise speeds turnover at retail level. Each vise 
equipped with replacable pipe jaws, wire cut-off tool, hardened serrated 


top jaws, and swivel base. Packaging designed for easiest stocking and 
handling. 


SPECIFICATIONS—SHOP KING VISES 


Catalog Jaw Maximum Pipe Ship. Wght. 
Number Width Opening Capacity Each 
6332 gi" 4” Ye-1Y2" 19 Ibs. 
634 4” AY2" Ye-2" 30 Ibs. 
635 De SM Ye-2" 34 lbs. 
636 5%” 54” Yg-22" 45 Ibs. 
REPLACEMENT PARTS 
Parts to Matched Stationary Body 
Fit Vise Steel Top and Movable Front Jaw Swivel Base Pipe Jaws, Screw 
Number Jaws, pair (castings only) Complete pair Spindle 
633% $3.40 $ 9.30 $3.50 $2.30 $3.40 
634 4.00 14.40 4.80 2.55 3.95 
635 4.95 16.30 5.30 2.55 4.75 
LOL £c£an n9 ne 


zeae 5 Oc 


crn 


ma 6€=6s TORCO Bench Vises 


.». for medium and light duty commercial use 


a 


HARDENED SERRATED JAWS — REMOVABLE € 
AND INTERCHANGEABLE . 


Not a Machinists’ vise, but rugged enough for commercial use 
such as service stations and light manufacturing. Strong, simple 
design and accurate machining result in dependable performance. 
Rectangular semi-steel body covers and protects screw and slide 
bar. 


Moderately priced. Available with or without hardened steel pipe 
jaws. All models have serrated, hardened steel top jaws and 
double locking swivel base. 


VISE BASE AND SWIVEL FULLY MACHINED 


SPECIFICATIONS—TORCO BENCH VISES 
Catalog Jaw Maximum Pipe Approx. | 
Number Width — Opening Capacity — Ship. W ght. | 
f 435 32". 4” Ye-1 2" 24 Ibs. 
440 4” , AY," Yy-2” 26 lbs. | 
: j 
REPLACEMENT PARTS 4 } 
Torco Vise Movable Main Body Swivel Base Screw Top ’ Pipe — 
Jaw Size Front Jaw Complete Assembly Spindle Jaws Jaws 
Ve $6.70 $6.80 $4.70 $3.50 $3.40 $2.30 


4” 7.65 7.90 5.85 4.05 4.00 2.30 
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Replacement Parts ms 


Sy 


PART 18 -C 


PART 19-C 


PART 4 = ASS'Y_ 12 


FOR WILTON MACHINISTS’ AND JEWELERS’ VISES 


To fit Width Part #6 Part #7 Part #8 Assembly Part #12 Assembly Part #27 

Wilton of Part #4 End Piece Main Movable #9 Screw #13 Slide-Bar 
Vise Vise Horseshoe and Sleeve Front Main Body Spindle Swivel Base Nuts, 
No. Jaws Collar Cap Nut Jaw Complete & Handle Complete Pair 
20(NorS) 2” $0.70 $1.00 $2.30 $4.50 $4.60 $2.85 $3.15 $1.75 
250(NorS) 22” .85 1.25 2.65 5.95 5:95 3.40 4.95 2.10 
300(NorS) 3” 25 1.55 3.05 7:35 7239 4.40 7.05 2:55 
350(NorS) 32” 7.30 2.50 4.35 9:15 9.25 5.00 8.80 3.05 
400(NorS) 4” 1.50 2.85 5.60 13.30 13.80 O95 10.55 3.50 
450(NorS) 442” 1.85 3.75 6.00 17.90 18.60 7.05 12.30 3.50 
500(NorS) 5” 2.10 4.30 G:65* — 23:85 25.30 8.60 19:35 4.40 
600(NorS) 6” 2.85 5.60 7.65 40.05 43.80 11.10 24.65 5.30 


FOR COMBINATION PIPE & BENCH VISES 


Part #6 Assembly Part Assembly 
Width Part #4 End Part #7 #13 #18-C #19-C Part #27 Part #33 
To fit of Horse- _ Piece Main Part #12 Swivel Movable Main Slide-Bar _— Pipe 
Combination Vise shoe and Sleeve Screw Base Front Body Nuts Jaws, 


Vise No. Jaws Collar Cap Nut Spindle Complete Jaw Complete (2) only Pair 


C-0(CN-0) 3%” $1.40 $2.60 $5.40 $550 $8.15 $15.20 $21.00 $295 ¢$¢ 8.90 
C-1 (CN-1) 4%" 1.80 3.40 6.40 7.60 11.95 20.90 31.00 3.85 11.90 
C-2 (CN-2) 5” 2.75 6.50 7.50 9.35 19.25 32.55 46.75 4.70 14.15 
C-3 (CN-3) 6” 2:85 7.05 7.90 11.10 24.65 59.60 83.60 5.30 17.05 


Brass and Copper Jaw Caps 


. » « FIT ALL MAKES OF VISES 


All jaw caps are of universal design and will fit any make 
of vise. Brass and copper type have polished solid metal 
faces and pliable extensions which bend contour of vise. 
Specify catalog number when ordering. 


SPECIFICATIONS—BRASS AND COPPER JAW CAPS 


Catalog No. of 
Jaw Caps 404-2 404-25 404-3 404-35 404-4 404-45 404-5 404-6 


Width of jaws 2” 2%" 3° Ba. 4” 4" oe 6” 


NEW... 
) push-pull rapid action! 


INDUSTRIAL 
VISES 


WILTON DRILL PRESS VISES _ 


Superior Design 


Unique Nut Action 


These vises are the result of Wilton’s continuing product devel- 
opment and precision workmanship. Through the use of ductile 
alloy, maximum strength is achieved without unnecessary bulk. 
Jaw opening of each size exceeds jaw width. Ample throat 
depth is provided despite unusually low silhouette. V-grooves 
in stationary steel jaw are standard; jaw insert may be reversed 


to expose smooth surface. 


Rapid Action models are equipped with Wilton’s patented Rapid 
Titan nut. These all-steel nuts have no moving parts, are virtually 
wear-proof. Clockwise handle rotation automatically engages 
the nut, and continued rotation advances the movable jaw. 
Opposite rotation of vise handle automatically disengages the 
nut, allows free sliding action. There are no triggers or buttons 


to control the nut action. 


iH 


LOW SILHOUETTE x “OS INDUSTRIAL | 
ee ee ee ‘ cnc VISES 


UNCONDITIONAL 
3-YEAR GUARANTEE 


KEY DIMENSIONS 


1535 314" Ae 1% 2%6 9% 
Alp" Ally WH6 234 10% 
6" 62 2"e 37/6 14% 
© SPECIFICATIONS 


Catalog Number of 
RAPID ACTION 
VISES 


Catalog Number of 
CONVENTIONAL ACTION 
VISES 


Width Maximum Depth Overall Shipping 
Of Jaws Opening Of Jaws Height Weight 


1435 aye 1%" = 2%" 10 Ibs. 
1445 4" 4%" 1%” 2%” 16 lbs. 
1460 (pitts 6%" 2e 37/6" 36 Ibs. 
no, REPLACEMENT PARTS 
J Parts fo Steel Jaw Spindle Conventional _— Rapid Movable Movable Stationary 
Fit Vise ~ . Inserts and Handle Action Action Jaw Jaw Guide Vise 
Number per Set Assembly Vise Nut Vise Nut Assembly and Screws Body 
1435, 1535 $4.25 $2.80 $1.50 $3.50 $ 5.80 
1445, 1545 5.40 4.50 2.00 4.10 8.30 1.70 10.60 
1460, 1560 


7.10 6.90 2.60 4.90 “412.50 210 18.00 
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ooo | Wilton Milling Machine Vises 


VISES 


DETAIL OF JAW INSERTS 


Machined from high tensile ductile alloy having prop- Price of vise includes '% tongues, forged steel box 

erties of both static and impact strength. Solid, unin- wrench, and prepaid transportation. Base of vise has 

terrupted bed can be brushed clean with one stroke— tongue slots for crosswise lancahnk : 

no slots or crevices to trap metal chips. Movable jaw Each vi ; “id ii wise MeNNHn. 

equipped with wipers prevents jamming with chips. ach vise registered for Unconditional 5 Year Guar- © 


Removable shims between gibs insure perfect fit and antee. Smooth steel jaws are standard; furnished 
alignment even after years of service. with serrated steel jaws when specified. 


SPECIFICATIONS — MILLING MACHINE VISES 


Catalog Width Max. Jaw Depth Overall Shipping 


Number Description of Jaws Opening of Jaws Height Weight 

RXN-60 Stationary flanged base 6” 5%" 2'He” 4%" 99 Ibs. 

RX-60 Graduated swivel base 6” 5%" 26" 62" 133 Ibs. 

REPLACEMENT PARTS 
Part : wis 
Number 10 13, 24, 25 8 9 12 1 
Steel jaw Graduated Movable jaw Stationary Spindle Crank handle, 

Description faces, pair swivel base casting main body screw forged steel 
List Price $14.20 $41.80 $45.65 $83.60 $13.75 $4.15 


pears 7 PART 10 
2 


PART 7 PAST 8 


PART & t 


PART 12 
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for general school shops INDUSTRIAL | 
rth 2 : VISES 


~ 


~ Universal ©: Turret Vise 


...and saves your precious budget doing it! 


The new WILTON UNIVERSAL TURRET VISE for GENERAL SCHOOL SHOPS | 
is a versatile tool that allows you to teach several courses in the same classroom 
. .. makes the “general shop”’ truly practical for the first time! Designed to handle | 
metalworking, woodworking, sheet metal, electrical, and Arts & Crafts courses. 

| 


General Shops enable the smaller Senior High School with a tight budget (or the 
Junior High School) to offer a complete shop curriculum while equipping only 
one or two rooms. Larger schools which operate separate (unit) shops for wood- 
working and metalworking should install the more rugged Wilton Woodworkers’ 
and Wilton Machinists’ Vises 


FEATURES 
© 3” x 7” MAPLE JAW FACES INCLUDED 
SPECIFICATIONS WITH VISE 
Wood- Metal- © SERRATED HARDENED STEEL JAWS 1” 
Catalog Type of working working Pipe Maximum Approx. HIGH, 4’ WIDE 
( Number Handle Jaw Faces Jaw Faces Capacity Opening Ship. Waht. °RAPID ACTION COMBINED WITH 
93A = Aluminum = 33” x 7 "x4 Ya" to 4Y/ Si 36 Ibs. CONVENTIONAL ACTION an exclu- 


93W Hardwood 3” x7” 1” x 4” Uy" to 42" 5" 35 Ibs. sive feature of Wilton's patented 


Rapid Titan nut 

e OFFSET WOODWORKING JAW FOR 
VERTICAL CLAMPING OF LONG WORK 
PIECES 

e HOLDER FOR ART METAL ANVILS 
socket fits light duty anvil heads for 
raising, forming, planishing 

¢ 180° VERTICAL ROTATION — positive 
index and lock 

eDOG IN FRONT JAW — BUILT-IN 
PIPE JAWS 

© WOODWORKING SIDE FITS FLUSH ON 
2Y,"’ BENCH TOPS 
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INDUSTRIAL 


VISES 


WEAR-PROOF - 


SSS = 


~ TAMPER-PROOF! 
" INJURY-PROOF! 


Integral front jaw 


design...no 
exposed nuts! 


oa 


RAPID TITAN” = 


(q 


uick acting) 
STEEL NUT 


“INTENTIONAL 
DAMAGE 
PREVENTED! 


with calculated 
shear pin in handle 


EASY, FAST 
MOUNTING! 


Open-end slots fit 
over lug bolts on 
bottom of bench top 


REPLACE WOOD * 
FACES WITHOUT 
LOOSENING VISE 


Two additional mounting holes, 
J drilled and tapped, with counter- !|* 
. 
sunk screws included 


new WILTON VISE is tops in safety, ruggedness, quality 


The only Woodworkers’ Vise on the market with integral 


"front jaw design! Slide bar ends are force fitted into the 


jaw casting and permanently fastened from below, mak- 
ing the vise truly “tamper-proof”. 


Vises are equipped with extra-sturdy hardwood handles, 
or Wilton’s exclusive solid aluminum handles. Aluminum 
handles weigh only little more than wood, yet have the 
strength of far heavier steel pipe handles. They are in- 
herently rust-proof, and the machined knobs cannot be 
unscrewed. (Steel handles are also available upon re- 
quest at identical prices.) All metal handles are equipped 
with heavy rubber bumpers at both ends. 


Correct mounting and aligning of Wilton vises has been 
made easy by substituting slots for mounting holes. Lag 
bolts can now be partially installed in bottom of bench 
top, the vise slipped over them until it butts up to the 
bench edge, and the bolts then given a final tightening. 
No need to disassemble the vises during mounting, or 
even to turn the bench upside down! (Fits 2%” bench 
tops). 


All Wilton Woodworkers’ Vises are Unconditionally 
Guaranteed for 3 Years. A spare shear pin and com- 
plete set of bolts and screws are provided with each 
vise. 


Woodworkers Vises - 
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INDUSTRIAL } 


° VISES 
now in all 


Rapid Action models... 


Wilton’s patented Rapid Titan® nut! 


Probably the greatest single advance in design of vises for 
carpenters’ shops is the Rapid Titan nut, which combines free 
sliding motion and unlimited screw action without use of moving 
parts! 


Nut wear—which has caused many shops to forego the desirable 
features of Rapid Acting vises—is completely eliminated in the 
Rapid Titan principle. A whole steel nut with sturdy Acme threads 
is matched with a whole, uninterrupted Acme screw. There are 


lniescnimed Sate wad -aaloevalite no sharp points or edges, and no vulnerable bronze nut. 
Drone mys, (Bs Goeel Oe otrieey rept All vises conform with Fed. Spec. GGG-V-436d, Type XV, Class 1 
acting vises, have been eliminated. 


(Continuous Screw models) and Class 2 (Rapid Acting models). 
UNCONDITIONAL 3 YEAR GUARANTEE! 


Add $1.50 to the list price of any Woodworkers’ Vises to be equipped with hardwood faces. 


CONTINUOUS SCREW—DOG IN FRONT JAW 


Catalog Jaw Type of Maximum Approx. 
Number Size Handle Opening Ship. Wght. 
61W PEP eer bk Hardwood 9” 30 Ibs. 
61A 4” x -7" - Aluminum 9” 31 Ibs. 
61S 7 eae deh Steel, with Ball Cranks 9” 33 Ibs. 
' 62W 4” x 10” Hardwood 12" 35 Ibs. 
> 62A 4” x 10” Aluminum 12° 36 Ibs. 
F 62S 4” x 10° Steel, with Ball Cranks 12” 38 Ibs. 
RAPID ACTING — DOG IN FRONT JAW 
63W AP KITE Hardwood 9” 31 Ibs. 
63A VAS eee hos Aluminum 9” 32 Ibs. 
64W 4” x 10” Hardwood 12° 36 Ibs. 
64A 4” x 10” Aluminum 12” 37 Ibs. 
CONTINUOUS SCREW — PLAIN FRONT JAW 
71W BEX ETE Hardwood 9” 29 Ibs. 
71A 4" x 7" Aluminum 9” 30 Ibs. 
72W A” x 10” Hardwood 12” 34 Ibs. 
72A 4” x 10” Aluminum 12” 35 Ibs. 
RAPID ACTING — PLAIN FRONT JAW 
73W 7S ag bi Hardwood oF 30 Ibs. 
73A Bt Xa Aluminum 9” 31 Ibs. 
\ 74W 4” x 10” Hardwood 12" 35 Ibs. 
© 74A A” x 10" Aluminum 12" 36 Ibs. 
a 
7 LP STEEL BENCH DOGS 
eS e 2 Catalog Dimensions Dimensions List 
a 


< Number Description of Top of Shank Price 
BD-225 Cadmium plated 2%” x1"x%" %” Dia. x 2%” Long $1.30 
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“WoW Wilton Junior Grade 
Woodworkers’ Vises e 


Good quality vises designed along similar lines to Wilton’s “Pro- 
>, fessional Quality” tools, but scaled down in dimensions and in weight. 

7 All jaw surfaces are machine finished. Vises mount easily and ac- 
Nig. curately to any 2%” bench top. Dog in front jaw, hardwood handle, 
i} and mounting screws included. 


VISES 


SPECIFICATIONS 
Catalog Jaw Maximum Approx. 
Number : Size Opening Ship. Wght. 
81W Saxe To 18 Ibs. 
82W 3%x10% 10% 23 Ibs. 


Woodworkers 


12— ACME THREADED SCREW 


8— MOVABLE JAW 


Vise SH we = =§O Go 


1W—WOOD HANDLE & SCREW 


7—RAPID TITAN NUT 


7. 
Pats =" Aw g—s 


a B 


35-— GUIDE BAR & NUT 


6—COVER PLATE & SCREWS 1A—ALUMINUM HANDLE, BUMPERS & PINS 


REPLACEMENT PARTS FOR WILTON WOODWORKERS’ VISES 


Part Number 1A 1W 3 Z 6 8P 8D 9 12 5 35 
Steel Screw Nut Plain Front Guide 
or Wood Head Vise Cover Front Jaw Back Spindle Crossbar Rod 
Description Aluminum Handle — and Nut and Jaw with Jaw Screw Guide and 
Handle Rivet Screws Dog Nut 
For Vise No. 
61-71 $2.50 $1.10 $2.20 $2.55 $1.10 $ 8.35 $10.55 $11.00 $7.90 $1.65 $2.75 cy 
62-72 250 1.10 2.20 2.55 1.10 10.55 12.75 13.20 10.10 1.65: 3.30 ee, 


63-73 2.50 1.10 2.20 5.30 1.10 8.35 10.55 11.00 7.90 1.65 2.75 
64-74 2.50 1.10 2.20 5.30 1.10 10.55 12.75 13.20 10.10 1.65 3.30 


ER EE SE EE LT a a 


Wilton Hinged Pipe Vises 


Made of malleable iron castings and cold drawn steel. Self-locking hook provides 
fast action. Grooved steel jaws are strong, long wearing. All sizes conform with 
Fed. Spec. GGG-V-436d, Type X, Class B. 


: _ 
SPECIFICATIONS—HINGED PIPE VISES 5 } 
Catalog Pipe Overall Approx. a 
Number Capacity Height Ship. W ght. 
52 Ye-2" 10%” 9% Ibs. 
53 Ye-2Y2" 11%" 1321s. 
54 Ye-32" 15% 20 Ibs. 


55 Yg-AY2" 17” SP a AUS: 


SECTION INDEX 
Page 


Regular Duty, Drop 
Forged, ‘‘400” 19 


Heavy Duty, Drop 
Forged, ‘‘100’ 20 


Super Duty, Drop 
Forged 20 


Commercial Duty, 
Malleable Iron, 
“200” 21 


Regular Duty, Ductile 
Alloy, ‘‘500” 22 


Heavy Duty, Ductile 
Alloy, ‘900’ 22 


Rapid Titan, Ductile 
Alloy, ‘600 23 


Rapid Titan Fixture 
Locks 24 
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INDUSTRIAL 
C-CLAMPS 


Nerease efficiency with 
WILTON job-fitted C-CLAMPS! « 


After an extensive study of industrial clamping operations, Wilton has designed a line 
of Clamps that provides “custom clamping” for virtually all applications. Two different 
types of bodies are used: ductile alloy and drop forged steel. Size, strength, capacity, 
weight, and price have been coordinated for greatest economy in original cost, and 
new, exclusive Wilton job fitted features have been built in for the greatest efficiency 
in C-Clamp use. 


3k Wilton C-Clamps are specially hardened by Wilton’s white hot FIRE BATH PROCESS. 
P Y 


3% The fabulous Perma*Pad on all Wilton C-Clamps is guaranteed never to come off! A major 
savings for you! 


3 The Wilton Duralac C-Clamp paint is the same used on rugged Wilton vises. It’s specially formulated 
to withstand the severest use. 


3% Wilton C-Clamps are individually boxed in clearly marked cartons that make them easy to stock, 
store and keep track of! 


3e The very complete Wilton C-Clamp line gives you all of the ways and means of saving money and 
improving your clamping operations. 


* “ALL WILTON C-CLAMPS 
FEATURE THE EXCLUSIVE 
PERMA:PAD .. . 

GUARANTEED NEVER ( 
TO COME OFF! 


Accelerated usage test proves 


PERMA: PAD 


swivels will never come off! 


wh 


batik ees % INDUSTRIAL 
WILTON C-CLAMPS cu 


IN DROP FORGED STEEL! 
WILTON REGULAR DUTY EXTRA DEEP THROAT 


SERIES “400” C-CLAMPS e DROP FORGED STEEL 


Here is a C-clamp that combines greater throat depth with 
the added strength of drop forged steel. All the other 
Wilton exclusives, too, including individual boxing, grey 


€ HARDENED SPINDLES 


lacquered finish, and patented PermasPads. Conform 
ea : 

i é wee . with Fed. Spec. GGG-C-406a, Type I, Class A, Grade a, 
ee RANA cong } Style 1 & 2. Sizes No. 410 and 412 available with full 


length spindles at 15% additional charge. 


FEATURES 

@ Extra deep throat; from 2” to nearly 6”, in seven sizes 

@ Heavier, stronger spindle screws and handles 

© PERMA ° PAD lose-proof swivels . . . guar- 
anteed to never come off! 


@ Every clamp individually boxed in clearly marked 
carton 
@ Precision cut single lead Acme thread 


@ Unconditionally guaranteed against breakage! 


@ All spindles, handles, and frames 
treated by Wilton’s “Fire Bath” process 


SPECIFICATIONS 
Catalog Number of Catalog Number of 

INDUSTRIAL CLAMPS | WELDING CLAMPS WITH Throat Spindle Minimum Weight 

WITH PLAIN SPINDLES | COPPER PLATED SPINDLES | Capacity Depth Diameter Proof Test Each 
402 402-P O”- 2” Feb Ye" 3300 Ibs. 1 Ib. 
403 403-P O”- 3” 22" Ze" 3500 Ibs. 2 Ibs. 
404 404-P O”- 4” 27%" yy" 4100 lbs. 3 Ibs. 
406 406-P O”- 6” 35" %" 5400 Ibs. 4 Ibs. 
408 408-P 2”- 8” 4Y" y" 5900 Ibs. 6 lbs. 
410 410-P 2”-10” 5%” y,” 6200 Ibs. 9 Ibs. 
412 412-P 2”-12” 5%” 7a" 9300 Ibs. 13 Ibs. 


PERMA’ PAD REPLACEMENT SWIVELS 


Can be installed on any C-clamp (regardless of manufacturer) having one of the spindle ball 
diameters shown below. Only tool required for installation is ordinary screwdriver. To order 
Perma*Pads for Wilton C-clamps refer to bottom table on page 24. 


Catalog Major Approx. Spindle Price Each, 

Number Diameter Ball Diameter with Snap Ring. 
821-1 ih" Te” $0.58 
821-2 1%” Ae" -66 


821-3 1H." Y," 76 
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INDUSTRIAL 


C-CLAMPS 


HEAVY DUTY - STANDARD THROAT DEPTH 


SERIES “100” C-CLAMPS e DROP FORGED STEEL 


BO SSANILTON © 27 = 
“> DROP FORGED STEEL 


HARDENED SPINDLES 


Catalog 
Number 


102 
103 
104 
106 
108 
110 
112 


Capacity 


o”- 2” 
0”- 3” 
Q”- 4” 
2"- 6" 
4”. 8” 
6”-10" 
8”-12” 


These Heavy Duty Forged Clamps are recommended for heavy 
industrial and construction work demanding complete reliability. 
Frames are forged of special quality carbon steels, and heat 
treated. Spindles are turned from single pieces of square bar 
stock, threaded modified National Coarse, and hardened. 
Wilton’s exclusive Perma*Pad swivels are guaranteed never to 
come off. Clamps are individually boxed and finished in grey 
lacquer. Conform with Fed. Spec. GGG-C-406a, Type I, Class B, 
Grade a, Style 1. Unconditionally guaranteed against breakage. 


SPECIFICATIONS 

Throat Spindle Minimum Weight 
Depth Diameter Proof Test Each 
1" ie” 7,500 Ibs. 2 Ibs. 
2 5" 8,750 Ibs. 3 Ibs. 
2%" y" 10,000 Ibs. 5 Ibs. 
22" yn” 11,250 Ibs. 6 Ibs. 
2%" yy," 12,500 Ibs. 8 Ibs. 
2%," y," 13,750 Ibs. 9 Ibs. 
27%" %” 15,000 Ibs. 13 Ibs. 


WILTON SUPER DUTY C-CLAMPS 


TEMPERED STEEL SPINDLES e DROP FORGED STEEL FRAMES 


SALES OSS 


BY) 


The ultimate in massive ruggedness. These clamps are truly 
indestructible. Such strength is often justified on the basis of 
safety in shipbuilding, heavy construction, or lifting by crane. 
Frames are forged carbon steel and heat treated. Each screw 
is machined from a single piece of square, cold drawn alloy 
steel, hardened and tempered. Clamps are shipped in bulk 
and come in the natural steel finish. Conform with Fed. Spec. 
GGG-C-406a, Type |, Class D. Unconditionally guaranteed 
against breakage. 


SPECIFICATIONS 

Catalog Throat Spindle Minimum Weight 
Number Capacity Depth Diameter ‘_: Proof Test Each 
1 oO” - 1%" 1%” Ae” 5,600 Ibs. 1 Ib. 

2 Te" 24" 1%" Ao” 12,500 Ibs. 3 Ibs. 

3 Y"- 344" 2%" pe" ’ 16,250 Ibs. 7 Ibs. 

4 1Y¥y"- 4Y"” 25%" he" 20,000 Ibs. . 10 Ibs. 

5 2Y2"- 5Y2" 34” he" 23,800 Ibs. 13 Ibs. 

6 1%"- 6¥2" 3H” 1%” 27,500 Ibs. 17 Ibs. 

8 35%"- 82” 35%" 1%” 31,250 Ibs. 24 Ibs. 

10 5%"-10V2” AY,” 14%" : 35,000 Ibs. 29 Ibs. 
12 75"-12Y2" 4A" 1%” . 40,000 Ibs. AO Ibs. 


... competitively priced  —_=s 


INDUSTRIAL 


WILTON C-CLAMPS | CLAS 


WITH CAST FRAMES 


COMMERCIAL DUTY + STANDARD THROAT DEPTH 


SERIES “200” C-CLAMPS e MALLEABLE IRON 


Wilton’s most competitively priced clamp line! Priced 
low enough to attract the Homeshop market, yet 
sturdy enough to satisfy the demands of many in- 
dustrial users. 


Carriage clamps are recommended for industrial use 
where strength requirements are lower, or secondary 
to price. Ideal for the home craftsman, and for service 
and maintenance mechanics. 


Frames are top grade malleable iron. Screws are not 
hardened, have Acme threads cut by Wilton’s high- 
precision equipment. All sizes have the exclusive 
PermaePad, the swivel guaranteed never to come off. 
These clamps come in natural metal finish, mutiple- 
packed as shown in table below. 


SPECIFICATIONS 
Catalog Throat Spindle Minimum Weight Units per 
Number Capacity Depth Diameter Proof Test Each Shipping Carton 
203 0”- 3” 1%” Ao" 2000 Ibs. 1¥ Ibs. 12 
204 O”- 4” 24%" Ae" 2300 Ibs. 2° lbs. 12 
206 O”- 6” 2'Se" x" 3000 Ibs. S2nibs: 12 
{ 208 2"- 8” 3%e" y" 3800 Ibs. 4 Ibs. 12 


210 4”-10” 3%" wn" 4000 Ibs. 7 Ibs. 6 


t 
‘come of ft 
aranteed never 
gwivel guar” 
ee 


ee rm F 


Patented 
Perma. Pad 
is held in 
place by a 
steel retain- 
er ring. 


P ” (ie Pad 
7 withstands 


the hammer — ordinary crimped Perma. Pad _ stay- 
test. on swivel pad flew ed and is usable! he added to any C-Clamp 
off. 5 


Perma. Pad replacement swivel can 


peewee REGULAR DUTY- STANDARD THROAT DEPTH 


C-CLAMPS SERIES “500” C-CLAMPS e DUCTILE ALLOY 
All-purpose C-clamp recommended for any work which does not ; 
Fi require the additional throat depth of Series “400” C-clamps, q 
nor the extreme force of wrench tightening attainable with 
Series “900” C-clamps. These clamps are equipped with Wilton’s 
= exclusive Perma*Pads, guaranteed never to come off. Screw 
| thread is special precision-cut single lead Acme. Conform with 


HARDENED SPINDLES 


Fed. Spec. GGG-C-406a, Type 1, Class A, Grade b, Style 3. 
Individually boxed and finished in grey lacquer. Unconditional- 
ly guaranteed against breakage. 


@ All spindles, handles, and frames 
treated by Wilton’s ‘Fire Bath” process 


SPECIFICATIONS 
Catalog Number of Catalog Number of a 

INDUSTRIAL CLAMPS | WELDING CLAMPS WITH Throat Spindle Minimum Weight \ 
WITH PLAIN SPINDLES | COPPER PLATED SPINDLES | Capacity Depth Diameter Proof Test Each 

502 502-P sO" 22" 1%" Yo" 2700 Ibs. 1 Ib. 

503 503-P 0”- 3” 26 Ae" 3000 Ibs. 2 Ibs. 

504 504-P o”- 4” 2%" 7" 3700 Ibs. 3 Ibs. 

506 506-P O”- 6” Se ye" 4500 Ibs. A lbs. 

508 508-P 2”- 8” 3%” yn" 5200 Ibs. 6 lbs. 

510 510-P 2”-10” 35%" y%” 6000 Ibs. . 8 Ibs. 

512 512-P 2”-12” 4” ha" 8000 Ibs. 11 Ibs. 


DUCTILE ALLOY ... THE NEW MIRACLE IRON 


This amazing new metal is made under license from 
International Nickel Co. Ductile castings have strength closely 
approaching that of forged steel, but are more economical to 
produce. Most impressive is the ability of Ductile castings to 
withstand tremendous forces, and to stretch (not crack) when 
overloaded . . . flat test bar shown here was twisted through 
6 revolutions without cracking. 


NS 
WILTON HEAVY DUTY + STANDARD THROAT DEPTH 


SERIES “900” C-CLAMPS e DUCTILE ALLOY 


é } 
Recommended for heavy work which requires unusual sturdiness, WY 
or the additional force of wrench tightening. Sturdy screws are 
heat treated, non-corroding, with square spindle heads. Thread 
= PARRA RRR AAAS RSS is precision cut single lead Acme. Patented Perma> Pad swivels 
; cannot come off accidentally. Clamps are individually boxed, 
and finished in grey lacquer . Sizes above No. 904 available 
with full length spindles at 15% additional charge. Conform 
with Fed. Spec. GGG-C-406a, Type I, Class B, Grade b, Style 3. 
Unconditionally guaranteed against breakage! 
e All spindles, handles, and frames 
treated by Wilton’s ‘Fire Bath” process 
SPECIFICATIONS | ( j 
Catalog Number of Catalog Number of -_ 
INDUSTRIAL CLAMPS | WELDING CLAMPS WITH Throat Spindle Minimum Weight : 
WITH PLAIN SPINDLES | COPPER PLATED SPINDLES | Capacity’ Depth Diameter Proof Test Each 
a 904 904-P o”- 4” 2%" y" 8,000 Ibs. 5 Ibs. 
908 oe 906-P 2 6% 2%" G9 N00 tbs. 6 Ibs. | 
908 908-P 4”. 8” 25" %" ‘10,000 Ibs. 8 Ibs. | 
910 910-P 6”-10" 2%" %," 11,000 Ibs. 9 Ibs. | 


019 912-P g*.19" 314” ¥%"” 12,000 Ibs. 14 Ibs. 


INDUSTRIAL| 
C-CLAMPS 


aye = 


with faster closing 


> 


and faster release! 


WILTON RAPID TITAN”: QUICK ACTING 


SERIES “600” C-CLAMPS e DUCTILE ALLOY 


os 


Now redesigned for complete dependability and uniform- 
ity. New side-opening nut cavity is cast from one piece 
mold to eliminate possibility of misalignment. Rapid Titan 
nuts have also been re-engineered for absolute depend- 
ability under all operating conditions, are fitted with new 
silencer type pressure pads. 


Nut engages and disengages the screw automatically— 
‘there are no springs, buttons, or triggers for the operator 
to handle. Rotation of the clamp handle in a tightening 
direction brings the threads into contact; rotation in a 


r - loosening direction allows free sliding action. 
Screws are cadmium plated to resist welding spatter. 
SPINDLES HARDENED Threads are special shallow-cut double lead Acme for 
AND greater resistance to bending. Clamps are equipped with 


CADMIUM PLATED Wilton’s exclusive Perma*Pads, guaranteed never to come 
off. All clamps individually boxed, and finished in grey 


lacquer. Unconditionally guaranteed against breakage. 


@ All spindles, handles, and frames 
treated by Wilton’s “Fire Bath” process a 


SPECIFICATIONS 
ad Catalog Throat Spindle Minimum Weight 
Number Capacity Depth Diameter Proof Test Each 
603 O”- 3” Ze Ae" 2400 Ibs. 2 Ibs. 
604 oO”. 4” 2%” i" 3000 Ibs. 3 Ibs. 
606 0”- 6” ae x” 3700 Ibs. 4 Ibs. 
608 0”- 8” 3H" yy” 4500 Ibs. 6 Ibs. 
610 — 2”-10" 354” yy," 5400 Ibs. 9 Ibs. 


£319 Au yor AW yJALA ILNN IL. rey a 
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INDUSTRIAL 


me RAPID TITAN FIXTURE LOCK 


HARDENED SPINDLES | 


MOUNTING 
DIMENSIONS 


Automatic clamping, automatic release, and posi- 
tive screw tightening are provided by this inex- 
pensive jig and fixture lock. Front and bottom of 
body are machined flat, with accurate 90° angle 
between, Mounting holes provided in front and 
bottom faces. Usable in any position. Screw is 

cadmium plated, has 6%” travel. Minimum Proof 
Test 3700 Ibs. 


Catalog No. 696, Wat. 4 Ibs., Price $6.50 


C-CLAMP REPLACEMENT PARTS 


Parts to 402 403 404 406 408 410 412 502 503 504 506 508 510 512 102 103 104 106 108 110 112 
Fit C-Clamp 402P 403P 404P 406P 408P 410P 412P 502P 503P 504P 506P 508P 510P 512P 904 906 908 910 912 
Number 603 604 606 608 610 612 904P 906P 908P 910P 912P 


Spindle with Handle, 
62 .81 1.02 1.30 1.64 1.64 1.98 .52  .70 .85 1.10 1.24 1.60 1.86 1.30 1.44 1.66 1.66 1.66 1.66 1.66 


Not Plated 
Spindle with Handle, | 
Plated 97 1.21 1.47 1.90 2.54 2.54 2.90 .75 1.00 1.23 1.61 1.98 2.55 2.96 2.46 2.46 2.46 2.46 2.46 | 
Perma Pad with 
Snap Ring 58 .58 .76 .76 .76 76 .76 .58 .58 .66 .66 76.76 .76 .58 66 .76 .76 .76 .76 .76 

1.50 1.80 1.80 2.10 2.10 2.40 


Rapid Titan Nut 


Parts to 
Fit C-Clamp 
Number 1 2 3 4 5 6 8 10 12 203 204 206 208 210 
Spindle with Handle, 
Not Plated 1.40 3.38 3.38 3.38 5.86 5.86 5.86 5.86 -60 -80 96 1.10 1.40 


Perma Pad with 


Snap Ring -58 58 -66 76 76 
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SECTION "3 


Vise Combinations 
Accessories 


Attachments 


WILTON PowRarm 


... puts profits into 


... positions 
work, 
leaves both 


hands free! 


HOW PowRarm OPERATES 


All Wilton PowRarm models have a simple ball and socket 
mechanism. This is combined with several different methods 
of applying friction-producing force in the various PowRarm 
models. With locking pressure released, the ball can move to 
any angle in all three planes. When locking pressure is 
applied, the entire unit is frozen in that position. 


PowRarm’s PLACE IN YOUR TOOLING PROGRAM 


PowRarm Positioners bridge the gap between manual han- 

dling of work pieces and a fully automated “push-button” 
operation. PowRarms cut your assembly costs in two important 3. 
ways. First, they provide fast, easy-access positioning (in 

place of awkward stationary fixtures). Second, they enable 

simple, inexpensive fixtures to deliver the performance of 
elaborate, custom built fixtures, at far less cost. 


a 
POWRARM 


WORK 
POSITIONER} 


assembly! 


ts 


WHERE TO USE PowRarm 


PowRarm Positioners should be used for any application in which the ability 
to move or rotate the work results in a reduction of labor cost. The types of 
operations for which PowRarms are most frequently used are: ASSEMBLY, 
SOLDERING, WELDING, FILING, INSPECTION, and SERVICE. PowRarms 
can be installed three ways: on moving conveyors; on work benches; and 
on floor stands. 


SEE FOR YOURSELF! 


In considering the use of PowRarm, make a simple check of your operations. 
Walk through your plant or department, and see if you notice any operations 
which are hindered by an operator using only one hand to perform the work, 
and the other to hold the part; or by an operator performing work at an 
inconvenient angle. If you find operations of this type, PowRarm can cut 
your costs with a minimum of investment. 
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EEE RELATIVE SIZES OF POWRARM BASIC UNITS 


Shipping Weight 


MIDGET No. 345 


Extremely small positioner with 
body height of less than 2” is 
limited in application to tiny re- 
lays, switches, timing mechan- 
isms, and other intricate as- 
semblies. All parts made of 
steel and cadmium plated. 
Sturdy construction despite 
small size. Work weight limited 
to 6 lbs. 


Catalog Number.........----------eerretttt 345 
Maximum Work Weight........-----255++055> 6 Ibs. at 6” 
Bee Diameters oe rece ct cette es eee t eee ee Dr 
Overall Height......-5.- 2022s eo eee eee eee ee eee 2%" 

Bee ee ee hae pices eee Ya |b 


HYDRAULIC No. 303 


For heavier assembly, produc- 
tion and tool room applica- 
tions. Similar to Model 301, 
but hydraulic mechanism in- 
creases work weight capacity 
to 150 Ibs. Hydraulic system is 
self-contained and sealed with 
cups which are replaceable 
after 3 to 5 years. Reposition- 
ing work under partial tension 
helps in handling heavier 
pieces. 


MOUNTING DIMENSIONS 
5/16-18 STD. THREADS 


Catalog Number.........--------- 2+ seeeetrrr ce 303 
Maximum Work Weight...-...------+++-- 150 Ibs. at 12” 
Baca Didmeters . o4sccees oa ee oe ee ee See 6” 
SS NI oR PRR ROE Ok eee SO BY” 
“ - 1A lhe. 


THE VEEP No. 344 

Ideal positioner for electronics 
assembly and other light in- 
dustry. Steel body is cadmium 
plated, will not corrode. Force 
is applied by an eccentric on 
main shaft. Convenient recep- 
tacle with set screw for fasten- 
ing vise or fixture. Work weight 
capacity mid-way between 
Midget and Junior PowRarms. 


MOUNTING DIMENSIONS 
Ae" SOCKET, Ya-20 SET SCREW 


Catalog Number..........-----0---+ 2205: 344 
hecpiccbc hehe le dehrta asa BES nce Ot ST Te Rei aL 
Maximum Work Weight..... Rito ts 15 Ibs. at 6” © 
Base Dimensions.......--.--+2e0++22> A" x 2%" 
Overall Height..........-.0. ee uee eee eres 354" 
Shipping Weight... ...-.-.---+- eee eece ee 3 Ibs. 


HEAVY DUTY No. 302 


Largest PowRarm model 
handles up to 1000 Ibs. work 
weight. Can be mounted either 
horizontally or vertically. Body 
machined from unbreakable 
meehanite castings, with steel 
parts cadmium plated. Ad- 
ditional controls for setting any 
desired partial tension, below 
which main control cannot re- 
lease. Blueprint on request. 


Catalog Number...........---- --+ ++ eee 302 
Maximum Work Weight......-.-- 1000 Ibs. at 12” 
Base Dimensions... ..:-.--+2-.-sses++% 6%2" x 9” 
Overall Height........-.-.-.----2:e eerste 62" 


Shinpina Weidht ....<.. 2sssb ee ees Ses 7 Obs: 


JUNIOR No. 343 


Light duty positioner ideal for 
electronics, aircraft, and light 
machine parts. Has fast on-off 
action with handle moving hori- 
zontally. New handle has knob 
lifted above table surface. 
Body is cast aluminum — steel 
parts are cadmium plated. 
Work weight limited to 30 lbs. 


2%" 


sure 

MOUNTING DIMENSIONS 

1/4-20 STD. THREADS 
Catalog INGER eke ok iu 343 
Maximum Work Weight... ......... 30 Ibs. at 6” 
Base Diameteree < eruri ser tine tos AY," 
Overall Height......... Plies ped react aes 5%" 
OSNIPDING MBIONE on ae te ek ee tes 4 lbs. 


AIR POWERED HYDRAULIC POWRARM 


with fittings. 


SPECIFICATIONS—AIR-HYDRAULIC POWRARM 


Catalog Maximum Approx. 
Number Work Weight Ship. Wght. 
393 105 Ibs. at 12” 46 lbs. 


BAA IQR ike ~t 19" ie BRS 


This power operated version of model 
303 is ideal for high speed assembly 
and production which requires con- 
stant freedom of both hands. Hydrau- 
lic pressure is delivered to PowRarm 
by an air-hydraulic booster, which is 
activated by 60 to 100 psi factory 
air line pressure. Locks and releases 
instantaneously at a touch of the foot 
pedal. Work weight capacity is 105 
Ibs. with 100 psi air input. Price in- 
cludes PowRarm, booster cylinder, 
food pedal control, and all hoses 
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POWRARM 
WORK 


POSITIONERS 


MECHANICAL No. 301 


Medium capacity positioner 
ideal for rapid mass production 
operations and moving con- 
veyor installations. Has fastest 
on-off action with handle easily 
accessible. Body is machined 
from semi-steel castings. All 
steel parts cadmium plated. 
Recommended for work weight 
up to 70 lbs. 


MOUNTING DIMENSIONS 


5/16-18 STD. THREADS 


Catalog ‘Number: 2.625 ee Oe 301 
Maximum Work Weight................... 70 Ibs. at 12” 
Base Diameter. 2 52% 0. Sec Pe eae ere ets eee 6" 
OveralliHeight 3.0.5 75.8. re eerie aes 8Y2" 
Shipping Weight............. Pies eu ss el Sal S. 
Fi 
Be POWRARM FLOOR STANDS 
Y Useful in supporting PowRarm posi- 
tioners on factory floors where work 
benches would interfere with floor 
layout. Available both hand and foot 
operated, complete with PowRarm 
or independently. Foot operated 
q type has fixed height of 36” plus 
PowRarm. Hand operated type ad- 
wre im justable from 37” to 45” net height. 
( ie Base has 3 holes for bolting to floor. 
. 4 
9 


SPECIFICATIONS—POWRARM FLOOR STANDS 


Catalog 
Number 


350 
351 
352 


SErr 


Approx. - 
Description Height Ship. Wght. 


Hand operated—with No. 343 37-45” 32 ibs. 
Hand operated—with No. 301 37-47” 42 Ibs. 


Hand operated—with No. 303 37-47” 43 lbs. 
EY pes Say aay, Se ee Pe A QE AR" 492 Ihe 
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POWRARM 
WORK 
OSITIONERS 


PowRarm 
at work 


Assembly of General Electric 
refrigerator compressors per- 
formed with Model 301 
PowRarms mounted on conveyor. 


Bell Aircraft Co. using Hydraulic 
No. 303 PowRarms in the assembly 
of heavy electronic chassis. The 
positioners are bench mounted. 


Gasoline engines for chain saws 
are assembled in custom made 
holders, mounted atop Hy- 
draulic No. 303 PowRarms 

at McCulloch Motors Corp. 

Units travel along a 
circular conveyor. 


Fuel pumps for aircraft engines 
are assembled on Hydraulic 
PowRarms at Pratt & Whitney 
Corp. This is a stationary bench 
application. 


Minneapolis-Honeywell Regulator Co. 
uses a Junior PowRarm No. 343 
in welding an industrial nozzle 
assembly. 


Villins Engineering Co. Ltd. assem- 
bles small gasoline engines on 
Hydraulic PowRarms along a 
unique conveyorline. Each po- 
sitioner is on a dolly which 

moves along a track on 

its own casters. 


Illustration A Illustration B Illustration C Illustration D 


Wide variety of vises are available for use with 4 of the basic The combinations in the table below are priced complete, 

PowRarm Positioners. The use of a vise with PowRarm makes including connecting brackets where required (see inset). 

possible single clamping of work in the vise, with PowRarm Vises No. 20N and 354 are furnished with smooth steel jaws. 

used to change from one position to another. Vises No. 250N and 300N are furnished with serrated steel 
jaws, unless otherwise specified. 


COMBINATIONS USING “VEEP” POWRARM No. 344 
Utility Vise No. 354 2%" | A 


COMBINATIONS USING “JUNIOR” POWRARM No. 343 


Jewelers’ Vise No. 20N | 7a B 
COMBINATIONS USING ““MECHANICAL’” POWRARM No. 301 


Jewelers’ Vise No. 20N 
Machinists’ Vise No. 250N 
Machinists’ Vise No. 300N 


Jewelers’ Vise No. 20N 
Machinists’ Vise No. 250N 
Machinists’ Vise No. 300N 


“T"’ — BRACKET 


W) For field service and 
temporary shop in- 
stallation. Securely — 
fastens PowRarm to | 
bench top, yet elim- 
inates need for bolt | 


For interchangeability of 
attachments between Junior 


PowRarm 343, and larger Weighted 5 Ib. steel plate 6” x 6” drilled é 
models 301 and 303. Mount- and tapped for mounting Junior 343 and holes. Adjustable for | 
ing holes on stem are 5/16-18 Veep 344 PowRarms. Eliminates need to bench tops up to 314” 
with 1” centers; holes on bolt or clamp PowRarm to bench top. thick. 
round portion are 1/4” with Provides solid footing, yet can be pushed Catalog Number 

3 2%" centers. along bench from station to station. To ‘ft PowRacat ees. PenoT es 


Prid@sis 273 ear hee eee eee 


Catalog Number. 
To fit PowRarm Type 
Prices see oe ee re ee 


Catalog Number... 349 
PRICe enti if Aes ess $1.30 


DSITIONERS 


PORTABLE 
ENGINE ATTACHMENT 


Developed to hold all portable 
engines for overhaul or repair. 
Particularly recommended for reel 
or rotary lawn mower air-cooled 
engines, either 2 or 4 cycle. Engine 
fastens to slotted holding arms, 
adjustable to fit any engine base. 
Attaches directly to models 301 
and 303. 

Also useful for supporting aircraft 
engine components, pumps, and 
other work pieces with circular 
mounting flanges. 


Catalog Number __..........-.-------------------------seeeesoeeeeeee 360 
| Shipping Weight... eesti 6 Ibs. 
Price ee ser a ee ren SN satan $9.90 


CAM-ACTING VISE 


For very light work only. High 
speed action is ideal for soldering 
and other light production. Open- 
ing adjustable up to %”. Fibre 
jaws 2” wide will not chip or burn. 
For use with Junior PowRarm. 


Catalog Number ee 308 
Shipping Weight...........-------------1------------------ ee 4 lbs. 
Price er $9.30 


* 
»! 
CHAIN SAW 
MOUNTING ARM cf 
Recommended for holding chain : 
saws and all portable gas engines. 
Has slotted and drilled holes for 
attaching engine by base or head. 
Attaches directly to models 301 
and 303. 
Catalog Number... --.-.-------------20--neceeeeeeees 361 
Shipping Weight: cis8 i 2 bs. 
Pree oe $4.10 
} 4 
ADJUSTABLE PRINTED L 
CIRCUIT HOLDER . 
Bracket adjusts horizontally from 
2%’ to 10”. Vertical posts are 
V-grooved %” wide to %” deep 
—allows work pieces to be in- 
i 


serted and removed quickly with- 
out adjusting vertical posts. Con- 
struction of holder permits free 
access to circuit from both sides 
in either vertical or horizontal 
position, Can be mounted direct 
to Veep PowRarm No. 344. 


Catalog Number -..__......----------------------2------------ 369 
Width Adjustment -........... Sie 2%" - 10" 
Height of: Posts <== 6" 


attachments 


SNAP-CLAMP 
ATTACHMENT 


New quick acting work holder 
snaps locked . .. snaps open... 
adjustable for a wide range of 
work sizes. Toggle-action jaw de- 
livers up to 300 Ibs. of locking 
force, remains locked until opened 
with only light pressure on trigger 
arm. 100% Cadmium plated. 
Attaches directly to models No. 
301 and 303. Mounts on 343 with 
No. 349 “T” bracket. Models with 
larger openings available on spe- 
cial quotations. 


Catalog Number _........-..--..---------------2---22nenes 381 
Adjustment Range in Locked Position................-. 0” - 156” 
Working Plate Dimensions...........-..-.-..--2---------------- OK ae 
SMppica eign 2 ees ie oe 3 Ibs. 

Beige eee Net ee PE cee neo haa $11.80 


Price 


STANDARD FILER’S VISE 


All purpose tool with machined 
sides and faces. V-grooves for 
holding rounds. Jars are 3” wide, 
open to 3”. Center casting has 
extension for attaching to models 
301 & 303. “T’-bracket required 
with model 343 (see inset). 


Catalog Number __......._._..-_--.-.---------------2------- 307 
Shipping Welghts. 8 eke ee 5% Ibs 
SRE Fig tetas 2a eR a ee Ae eG Se eee $11.20 


Price 
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WORK 


POSITIONERS 


RAPID ACTING 
PRODUCTION VISE 


Patented Rapid Titan nut allows 
quick sliding motion, unlimited 
tightening action. Counter-clock- 
wise rotation of vise handle auto- 
matically disengages the nut, al- 
lows free sliding action. Jaws are 
312” wide, open to 3%”. Attaches 
directly to models 301 and 303. 
“T” bracket No. 349 required for 


model 343. 


Catalog Number _.....0....---.-2 2-2-2 eseeeeee eens RR aT 


Shipping Weight.............. BS Fs EEE Sen Na SO 


Price 


ADJUSTABLE ELECTRONIC 
CHASSIS FRAMES 


Highly versatile brackets come in 
2 sizes, have adjustable sliding 
arms and adjustable clamping 
hooks. Guides along edges locate 
the work piece, leaving entire cen- 
ter area accessible from both 
sides. Also useful for holding other 
rectangular work pieces such as 
office machines. 
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POWRARM 


POWRARM 


WORK 
OSITIONERS 


Catalog Number-...............----.-----------------------e-- ee 366 
To fit PowRarm types.......-.------------------------2-s eset eee 301 & 303 


Price 


UNIVERSAL FIXTURE PLATES 
WITH TOGGLE CLAMP 


Cast aluminum plates are 6” x 6”, will attach directly 
to PowRarms 301, 303, or 343. Slots are %” wide. 
Toggle clamp is adjustable from 12” to 3” reach; from 
0” to 134” closed height. Locking force adjustable up 
to 400 lbs. Toggle clamp can be mounted on raiser 
block to accommodate higher work pieces. 


Catalog Number... ..-..------------------------ nee 


To fit PowRarm Type 


Price 


Make up your own holding fixtures as needed, and without 
re-investment. Put this perforated aluminum together in any 
shape and any size to suit your work pieces — from the smallest 
to the largest. This completely flexible on-the-job assembly 
tooling is easily’ assembled, dismantled, and re-assembled to 
accommodate production run changes. Originally developed 
by a leading aircraft and electronics firm, this tooling concept 
is now packaged and offered by Wilton in 2 convenient alter- 
natives. 


SPECIFICATIONS — COMPLETE KITS 


Catalog : Price 
Number Contents of Kit Complete 
391 2—18” Lengths of Flat Strip 397 $14.60 


3—Connecting Angles 396 
2—Toggle Clamps 398 
1 Dozen Screws and Nuts 399 


Catalog 

Number 
396 
397 
398 
399 

MINIMUM INVOICE OF INDIVIDUAL COMPONENTS 


PowRarm attachments 


- 


UNIVERSAL FIXTURE PLATES 
WITHOUT CLAMP 

Convenient platform for supporting work pieces. Slots 
will accommodate any combination of mounting holes 
in work piece, regardless of location. Plates are cast 
aluminum 6” x 6” x %”. Slots are %” wide. Center 
depression is 3/16” deep, 3” diameter. Plate can be 
reverse-mounted with flat side up. Attaches directly 
to PowRarm types 301, 303, or 343. 


Catalog Number... eens 365 
Totif PowRarmitypesis2ss2 oes areas 301 & 303 
Price Peseckis Ia ies $4.80 
Catalog: Number:2 2) ea ee 365J 
To fit PowRarm type 343 
Price 25 ee erate ee ae sts VRS EO $3.50 


Complete Kit No. 391 includes screws and nuts, toggle 
clamps, connecting angle, and sufficient length of flat strips 
to embrace the largest electronic chassis (Illustration at right 
shows a typical usage of Kit 391). 


Components are also available individually and appear in 
table at bottom right. Flat strips come in 18” lengths, are 
easily cut to desired size with ordinary hacksaw. Both flats 
and angles are made of %” aluminum plate. Perforations 
are 4” diameter. 


SPECIFICATIONS — INDIVIDUAL COMPONENTS 


Description Price 
Connecting Angle, ¥%4’x1"x1"”2"x1 V2” $1.60 
Flat Strip, %"x2"x18”" 3.50 
Toggle Clamp, 2%” overall length — 2.90 
Screws & Nuts, %6”x34”, per dozen 1.00 


$8.00 
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WILTON POWER 


_,zmake men and 


REDUCE DOWN TIME 


SPEED SETUP OPERATIONS 


EY oy 


FREE SKILLED HANDS 


- INCREASE MACHINE OUTPUT 


MAKE TOOLING FASTER AND LESS Scosns 


Wilmot Breeden, Ltd., using dual PowRlock to clamp 

window regulator clutch shaft during spline milling 
operation. Each part of fixture holds 2 work pieces— 
total of 4 finished pieces per machine cycle. 


Chikson Company, Brea, Calif. Eight WC-1 WiltOmatic 
Vises are used in this plant to hold heavy ball bearing 
joints, used in oil well drilling, during assembly. 


Kent-Moore Organization, Jackson, Mich. Two MN-600 
MilOmatics used in alternate milling. Each vise holds 
6 pinion setting gauge blocks, which are dropped on 
locating bars. 


‘TOOLS 


Wilton Air-Hydraulic clamping tools have introduced a new era in machine 
shop operations. They eliminate tedious and costly hand operations . . . 
also provide new flexibility and economy in tooling. 


A flick of a switch replaces nuts, bolts, wrenches, cams, and laborious hand 
tightening. Machine loading that used to take minutes is now measured in 
seconds. 


Fixture design and construction can be speeded and simplified by using a 
Wilton clamping tool. In many plants, Wilton Power Tools have enabled 
engineers to put a tooling change into effect in less than one day. 


The economies are enormous. In most instances, Wilton Power Tools cost 
far less than “home made” fixturelocking mechanisms. 


Wilton Power Tools come complete, ready for connection to factory air lines. 
They combine the fast action of air with the rugged clamping force of 
hydraulic action. Thousands of installations have proven their rugged 
dependability. As you read the following pages, you'll see many ways in 
which these tools can increase the efficiency of your production. 


TOOLS 


Type 2500 PowRlock Hydraulic Clampi 
matically locks this broaching fixture. Work Piece is 
held rigidly during the broaching cycle by squeezing 
force of the hinged upper arm. 
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AIR AND 
HYDRAULIC 


machines more productive! 


ng Head auto- 


AIR AND 
HYDRAULIC 
TOOLS 


Eliminate 
Manual Clamping 


Get Instant, 
Finger-tip Control with... 


FLEXIBLE MULTI-POINT 
AIR-HYDRAULIC CLAMPING SYSTEMS 


e Eliminates manual clamping of work pieces 
e More powerful than the strongest man 
e Installs easily on new or existing fixtures 


AIR AND 


To clamp work piece directly to machine table HYDRAULIC 
To clamp work piece in a production fixture TOOLS 


BASIC WAYS 
+) IN WHICH 
“ POWRLOCK IS USED 


To lock together 2 or more parts of a production fixture 


To lock together 2 or more mating parts of a work piece 


OF oe ON es 


To exert direct force as a small hydraulic ram or press 


TYPICAL EXAMPLES OF USING POWRLOCK AS 
FIXTURE 
COMPONENTS 


PowRlock units are flexible enough to 
be applicable in a variety of ways. 
They can be made an integral part of 
nearly any new fixture, exerting force 
against the work piece directly, or 
through cams and rockers. 


The sketches on this page show typical 
ways in which the force developed by 
PowRlock heads can be transmitted to 
the work piece. PowRlock heads can 
be installed in any position; free mo- 
tion should be limited to restrict length 
of the power stroke to a minimum. 


Many existing fixtures can also be con- 
verted from manual to air-hydraulic 
locking action with little or no retooling 
cost. Frequently a wrench-tightened 
fixture will accept installation of PowR- 


lock heads merely by inserting longer ene sh TS 
. ERM UL LLL UL LLL LL 
locking studs aa 


Half scale templates of all 4 PowRlock 
Heads appear below. (Broken lines 
represent spring loaded retainer col- 
lars which are furnished with Snap-On 
Type Heads only.) Free full scale 
templates available on request. 


HALF SCALE TEMPLATES OF POWRLOCK CLAMPING HEADS 


SERIES 2200 AND 2300 SERIES 2500 AND: 2600 


TOP VIEW as Lal STROKE aia ee —-|¥"-— STROKE set me" BOTTOM VIEW 
ota TAPER PIPE PLUG ees TAPER PIPE PLUG 
7 ma 7 . 
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STUD RETAINER AND GUIDES 

DELETED FROM TYPES 2300 and 2600 
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AIR AND 


HYDRAULIC 


TOOLS 


SENIOR POWRLOCK 
SNAP-ON TYPE No. 2200 


Recommended for applications which 
require the clamping head to be re- 
moved during each work cycle. Gen- 
erally used with a %” dia. stud with 
special groove which engages spring 
loaded retainer collar. The head is 
detached from the stud by simply 
pushing the retainer collar inward. 


1—6" grooved stud furnished with each head; special lengths 
made to order at $1.30 per inch. 


SENIOR POWRLOCK 
SCREW-ON TYPE No. 2300 


a Simplified design eliminates retainer 
collar, Recommended for permanent 
installation as an integral part of a 
fixture, or to be anchored semi-per- 
manently on a stud. Entire clamping 
head can be slipped over any %” stud 
and secured in place with an ordinary 
nut. 


1—6” threaded stud furnished with each head; special lengths 
made to order at $0.65 per inch. 


_ 
f 2 > 


JUNIOR POWRLOCK 
SNAP-ON TYPE No. 2500 


Similar to No. 2200, but reduced 
height is important where tight clear- 
ance conditions exist. Locking forces 
are identical to those developed by 
the larger Senior models, but length 
of stroke is reduced. Recommended 
for applications requiring the clamp- 
ing head to be removed after each 
work cycle. 


1—6” grooved stud furnished with each head; special lengths 
made to order at $1.30 per inch. : 


JUNIOR POWRLOCK 
SCREW-ON TYPE No. 2600 


Smallest, most compact of the PowRlock 
heads, this model is ideally built-in as 
an integral part of a production fix- 
ture. Similar to No. 2300 and develop- 
ing identical locking forces, but with 
reduced length of stroke. Head can 
also be seated on 5%” dia. stud. 


1—6” threaded stud furnished with each head; special lengths 
made to order at $0.65 per inch. 


‘SPECIFICATIONS—POWRLOCK HYDRAULIC HEADS 


Overall Outside 


Catalog 

Number Height Diameter 
2200 3%" 22" 
2300 ~~ ayer 22" 
2500 2%" 22" 


2600 2° 2". 


CONSTRUCTION 


All PowRlock Hydraulic Heads are machined from solid 
steel, with pistons hardened and tempered. The pistons 
have outside diameter of 142”, but are interrupted by a 
2%!" pass-through hole in the center. This leaves a net area 
of 1.99 sq. in. against which hydraulic pressure may be 
applied. Hydraulic intake ports are %” pipe threads on 
Senior Type Heads, and %4” on Junior Heads. All heads 
are the single acting type, with return springs built in. 


MODIFICATIONS 


PowRlock Hydraulic Heads can frequently be modified 
at modest additional cost to meet unusual requirements. 
Chromium plating can be added to prevent corrosion, 
make PowRlock usable for submerged installations. Piston 
stroke can be approximately doubled over the standard 
travel distances shown in table above. Cost of these or 
other modifications quoted on request. 


Effective 
Piston Area 


1.99 sq. in. 
1.99 sq. in. 
1.99 sq. in. 
1.99 sq. in. 


Diameter Maximum Oil Volume 


of Hollow Piston For Full Net 

Passage Movement Power Stroke Weight 
2Va0" y" 1.00 cu. in. AY, Ibs. 
2" YA" 1.00 cu. in. 4 Ibs. 
210" Ae” .63 cu. in. 22 Ibs. 
2” He" .63 cu. in. 2% Ibs. 


M00” 
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PowRlock = 
) Alr-Hydraulic Systems 


HYDRAULIC 
TOOLS 


Number of Model Number and Total Volume Thrust of each Maximum 
PowRlock Displacement Capacity of Oil Required = PowRlock Piston Available Approx. 
_ Catalog Clamping of Air Hydraulic For Full Stroke of — with100 psi Air TravelofEach Shipping 
Number Heads Booster Furnished Each PowRlock Piston Input Pressure PowRlock Piston Wt. Lbs. 


SENIOR POWRLOCK (snap-on type) COMPLETE ASSEMBLIES 


2231 1 #4745—3.23 cu. in. 1.00 cv. in. 2800 Ibs. yA" 29 
' 2232 2 #4745—3.23 cu. in. 2.00 cu. in. 2800 Ibs. Yn" 37 
2233 3 #4745—3.23 cu. in. 3.00 cu. in. 2800 Ibs. YA" 43 
2244 4 2 $4745—6.46 cv. in. 4.00 cu. in. 2800 Ibs. yy," 60 
2251 1 #4760—3.23 cu. in. 1.00 cu. in. 5700 Ibs. YA" 37 
2252 2 #4760—3.23 cv. in. 2.00 cu. in. 5700 Ibs.. YA" 43 
2253 3 #4760—3.23 cv. in. 3.00 cu. in. 5700 Ibs. YA" 49 
2274 4 2 #4760—6.46 cu. in. 4.00 cu. in. 5700 Ibs. yA" 72 
2276 6 2 #4760—6.46 ww. in. 6.00 cv. in. 5700 Ibs. Yn" 84 
SENIOR POWRLOCK (screw-on type) COMPLETE ASSEMBLIES 
2331 1 #4745—3.23 cu. in. 1.00 cu. in. 2800 Ibs. yA" 29 
2332 2 #4745—3.23 cv. in. 2.00 cu. in. 2800 Ibs. yA" 37 
2333 3 #4745—3.23 cu. in. 3.00 cu. in. 2800 Ibs. YA" 43 
2344 4 2 #4745—6.46 cv. in. 4.00 cu. in. 2800 Ibs. Ya" 60 
2351 1 #4760—3.23 cv. in. 1.00 cu. in. 5700 Ibs. YA" 37 
2352 2 #4760—3.23 cu. in. 2.00 cu. in. 5700 Ibs. Yo" 43 
2353 3 #4760—3.23 cu. in. 3.00 cu. in. 5700 Ibs. yy," 49 
2374 4 2 #4760—6.46 cv. in. 4.00 cu. in. 5700 Ibs. YA" 72 
2376 6 2 #4760—6.46 cu. in. 6.00 cu. in... 5700 Ibs. YA" 84 
JUNIOR POWRLOCK (snap-on type) COMPLETE ASSEMBLIES 
2531 ] #4745—3.23 cu. in. -63 cu. in. 2800 Ibs. He” 27 
2532 2 #4745—3.23 cu. in. © 1.26 cv. in. 2800 Ibs. He" 34 
2533 3 #4745—3.23 cu. in. 1.89 cu. in. 2800 Ibs. He” 39 
2534 4 #4745—3.23 cu. in. 2.52 cu. in. 2800 Ibs. He" ah) 
2551 1 #4760—3.23 cu. in. -63 cu. in. 5700 Ibs. He” 35 
2552 2 #4760—3.23 cu. in. 1.26 cu. in. 5700 Ibs. Ne 40 
2553 3 #4760—3.23 cu. in. 1.89 cu. in. 5700 Ibs. He” 45 
2554 4 #4760—3.23 cu. in. 2.52 cus ins, 5700 Ibs. He” 67 
JUNIOR POWRLOCK (screw-on type) COMPLETE ASSEMBLIES 
2631 ~ 1 #4745—3.23 cu. in. .63 cu. in. 2800 Ibs. He". 27 
2632 2. #4745—3.23 cu. in. 1.26 cv. in. 2800 Ibs. He” 34 
2633 3 #4745—3.23 cv. in. 1.89 cu, in. 2800 Ibs. Ae" 39 
2634 4 #4745—3.23 cu. in. 2.52 cu. in. 2800 Ibs. He” 55 
2651 1 #4760—3.23 cu. in. -63 cu. in. 5700 Ibs. Ae” 35 
2652 2 #4760—3.23 cu. in. 1:26 cu. in. 5700 Ibs. Ae” 40 
2653 3 #4760—3.23 cu. in. 1.89 cu. in. 5700 Ibs. He” 45 
‘ 2654 4 #4760—3.23 cu. in. 2.52 cu. in. 5700 Ibs. He” 67 


EVERY POWRLOCK ASSEMBLY IS 
A COMPLETE SYSTEM 


The price of each PowRlock Air-Hydraulic System includes the type and quantity 
of Hydraulic Heads specified in the table above, an Air-Hydraulic Booster as 
indicated, and connecting hoses. Each PowRlock Head is connected to the 
booster by a separate 5 ft. reinforced hydraulic hose. Special hose lengths, or 
steel tubing, or custom designed piping patterns may be substituted for standard 
hoses at a nominal cost. Air control valves, pressure gauges, and other acces- 
sories appear on page 43. 


AIR AND 


HYDRAULIC 
TOOLS i HOW POWRLOCK SYSTEMS OPERATE 


9 RA el 
har 


FACTORY AIR LINE 


Compressed air from the factory system is passed RAPID RETURN VALVE 
through a filter-lubricator (optional but recom- 
mended) to the on-off control valve. With the 
valve open, air enters the air-hydraulic booster, 
producing hydraulic pressure in’ the oil line. This 
hydraulic pressure acts on the PowRlock clamping 
heads, producing great locking forces. Boosters 
come in 3 sizes. Accidental loss of locking power 
due to compressor failure or breakage of the 
airline, is prevented by installation of a safety 
check valve; the check valve, which is standard on 
all PowRlock assemblies, permits air to flow into— 
but not out from—the air control valve. 


Locking force is exerted by a 112” piston which 
moves through a %” standard power stroke. s4" DIA. STUD 
(Modification cost of furnishing increased strokes 
up to 1” furnished on request.) Recommended 

é ele wy a 
practice calls for travel to be limited to a mini POWRLOCK: 
mum, conserving the capacity of the booster. 


AIR-HYDRAULIC BOOSTER 


AIR HOSE 


REINFORCED 


HYDRAULIC HOSE SAFETY CHECK VALVE 


ON-OFF AIR VALVE ; 


EXPANDING A POWRLOCK INSTALLATION 


The number of PowRlock Heads which can be operated from a 
single Wilton Air-Hydraulic Booster (3 Senior Type Heads, or 4 
Junior Type) is limited by the oil displacement capacity of the 
Booster. However, 2 or more Boosters can be ganged together by 
manifolding their air intake ports (see sketch at right) and all the 
Hydraulic Heads in such a system will function in unison. 


Multiple PowRlock Heads can also be activated by a custom built, 
high-volume Air-Hydraulic Booster (quotation on request) or by 
the motor driven pump shown below. 


POWRLOCK HEADS CAN ALSO BE USED WITH 
ALTERNATE HYDRAULIC PRESSURE SOURCES 


MOTORIZED HYDRAULIC PUMP 


Recommended as hydraulic power source on applications where more than 8 PowRlock 
Heads are clamped simultaneously. Not Wilton made, but available as a convenience to 
PowRlock users. Unit is completely self-contained, including 2 h.p. electric motor, pump, 
reservoir, automatic pressure switch, relay with electric toggle switch, and hydraulic valve 
(see inset). To activate, push toggle switch; oil delivery is instantaneous. At predetermined 
pressure of 3,000 p.s.i. motor stops, and automatic switch holds pressure. Motor starts and 
stops automatically to maintain predetermined pressure. PowRlock Heads are unclamped 
by opening hydraulic valve on pump. Pump can be mounted directly on machine, or 
remotely. A single %4” hydraulic hose connects pump with PowRlock Heads. Pumps with 
larger reservoirs and faster delivery available on special quotation. 


SPECIFICATIONS — MOTORIZED HYDRAULIC PUMP 


Adjustable Rate 
Catalog Effective Oil Pressure of Oil Overall Shipping 
Number Oil Capacity. Range Delivery Size Weight 


wW/ 


2985 37 cv. in. 2000-3000 psi 145 cu. in./min. 154%2"x6” 30 Ibs. 


} 


ee 


Wilton Air Hydraulic Boosters 


= 


} 


Wilton Boosters are of the most simple and rugged construction, designed to operate 
more than a million cycles without maintenance. Boosters have seamless brass tubing 
air cylinders, and one-piece honed steel hydraulic cylinders. New Teflon seals are 
used for maximum wear resistance. Air sucked in through the breather hole is cleansed 
by a special filter of compressed powdered bronze. All seals are readily replaceable. 


Air intake holes have %” pipe thread. Hydraulic outlet ports have %” pipe threads. 
Hydraulic hose may be connected to either the side or top opening. Boosters can be 
provided with up to 6 hydraulic outlet ports without added charge. Sunnyside 
DYNOL #353 Hydraulic Oil or any #10-SAE-225 at 100 viscosity is recommended. 


fe BPA tale 


SPECIFICATIONS—WILTON AIR-HYDRAULIC BOOSTERS 
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Hydraulic Cubic Inches Ratio of Approx. 

Catalog Air Piston Piston - of Oil Pressure Shipping 
Number Diameter Diameter Displaced Multiplication Weight 
4625 oe ih" 1.07 cu. in. 7.6 to 1 8 Ibs. 
—se745 | 4Y” 1%” 3.23 cu. in. 16.0 to 1 19 Ibs 
4760 6” 1%” 3.23 cu. in. 28.5 to.1 26 Ibs 


Accessories 


Catalog 


Ship. Wt. Net 


St epee ey er Te 


Number Description Pounds Price 

These accessories are not Wilton products, 2941 Hand type air control, light duty 1 $ 7.60 

but are offered as a customer convenience. 2942 Hand type air control, heavy duty 4 24.80 

2943 Foot type air control 3 ‘Sao 

Items 2941 through 2950 have \4” pipe 2945 Breather vent air filter “% 1.20 

thread connections. Air hose 2952 furnished 2946 Rapid return exhaust valve Yn 8.90 

with 4” fittings only. Hydraulic hose 2954 2947 Safety check valve s 3.60 

ilable with %" or %’ fittings 2948 Air filter-lubricator 3 25.80 

Sverre as OF Oh vone _2949 Hydraulic pressure gauge 3 16.35 

end 4” and one end %”. 2950 Quick disconnect hydraulic coupler Yn 5.90 

Hydrauli h d cti 2952 Air hose—5S ft. section with fittings 2 2.65 

yarauhic galige, hoses, and connections are 2954 Hydraulic hose, per foot l’% 1.75 
rated for 3000 psi minimum pressure. 2956 Hydraulic steel pipe, 4” threads, 

per foot 2 1.35 

2962 90° Steel elbow, 4” threads Y 1.40 

2963 Steel Tee, 4” threads Vy 1.85 

2964 90° Steel street elbow, 4” threads Y, 1.95 

2965 Straight steel coupling, Y4” threads Y 90 

2966 Steel reducer, ¥%” and %4" threads Yr 1.10 

Power tool accessories carry minimum invoice — 


AIR AND 
HYDRAULIC 
TOOLS 


MilOmatic 


Air Hydraulic Powered Machine Vises 


Glenn L. Martin Company, Baltimore, Md., 
machining tough Dural blocks on dual setup. 


™ 


MilOmatic vises, when equipped with jaw adapters designed 
for specific work pieces, become fully automatic production 
fixtures. Substantial savings are achieved for production de- 
partments by faster reloading of machines, and for tool 
departments by sharply reducing original tooling investments. 


The compact design and controlled locking force of 
MilOmatic vises lets them be shifted from operation to oper- 
ation as jobs are completed. This practice of utilizing 
MilOmatic’s already on hand for additional jobs recently en- 
abled one busy plant to stop “farming out” its production 
tooling work, since simple adapters are easily fabricated by 
any tool room or production foreman. 


Complete safety in the event of air failure during an opera- 
tion is provided by a safety check valve. The check valve, 
which is furnished as standard with all units, prevents acci- 
dental loss of air from the system. The only recommended 
accessory not included with each unit is an air filter-lubricator. 


; 
; 
} 
‘| 
q 


Mit Omaric M-M” 


MACHINE VISE 


HOSE 


specifications 


MilOmatic 


air hydraulic 

powered machine 
vise 

FILTER,REGULATOR 


FACTORY AND LUBRICATOR 
AIR LINE UNIT 


AIR-HYDRAULIC 


Folger-Adam Company, Joliet, Il., machining supporting arm of a prison dining table seat. 


KEY DIMENSIONS 
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Sey 


5% 2% 6% 23 Ns 4% 


1% 6 7% 10% 13% 15% 


BOOSTER 


MILOMATIC JAW DIMENSIONS ARE 
NOW IDENTICAL TO BROWN & 
SHARPE MILLING MACHINE VISES. 
Customers’ special tooling is inter- 


changeable without alteration (see jaw 
detail below). 


Price of vise includes air-hydraulic 
booster with connecting reinforced hy- 
draulic hose; forged steel crank han- 
dle; and 1%,” steel tongues with screws. 
Other accessories listed on page 43. 


OPERATION 


MilOmatic combines the speed of compressed air with 
the power of a hydraulic system—eliminates both the 
“mushiness” of straight air under impact, and the tedious 
pumping of straight hydraulic vises. 


Maximum length of standard power stroke is 56”. Cost of 
modification to increase stroke up to 1” quoted on request. 
Recommended practice for fastest operation and greatest 
operator safety is to hold length of power stroke to a 
minimum. Static opening is adjusted by turning crank 
handle—there are no stops or set screws. Vise may be 
operated manually at any time. 


Smooth steel jaws are standard; furnished with serrated steel jaws 
when specified. 


=o 
Bad 


2-12 meso wotas (2) 


Body of the vise is low and compact; nothing protrudes 
above the jaws to interfere with utilizing full table feed 
on a dual —vise set-up. The air-hydraulic booster, which 
generates most of the power, is connected by a flexible 
hose and may be mounted to another part of the machine. 
MilOmatic vises are guaranteed by Wilton for accuracy, 
ability to standup under heavy duty service, and per- 
formance in line with specifications (for details see back 
cover). Installation and maintenance instructions included; 
local service points conveniently located. 


SPECIFICATIONS—MILOMATIC VISES 


Width Maximum 
Catalog Description of Jaw 
Number ; Jaws Opening 
MN-600 Stationary flanged base 6” 51%” 


MS-600 


Graduated swivel base 6" 55%" 


Depth Standard Oil Volume to Rated Ship 
of Power Produce ¥%” _—_Locking Weight 
Jaws Stroke Stroke Force Complete 
Bier tye 1.50 cu. in. 7300 Ibs. 152 Ibs. 
2'%e" Ze" — 1.50 cu. in. 7300 lbs. 186 lbs. 


: 


eq WiltOmatic — 


AIR HYDRAULIC BENCH VISES 


TOOLS 


Pee, een ares STR 


photo courtesy Hills-McCanna Co., Chicago 


~ WiltOmatic Vises are fully automatic, with both closing and opening 
strokes obeying a touch of the foot pedal. Maximum closing force 
between jaws varies from 2513 Ibs. to 6891 lbs., depending on vise 
size selected. Locking forces can be reduced by cutting down the input 


Price of vise includes vise body with 
factory installed power attachment; 
and air-hydraulic booster with con- 


air pressure. necting reinforced hydraulic hose. 
Other accessories listed on page 43. 


The main screw and nut of the vise remain engaged at all times; this 
virtually eliminates change-over time between jobs, since the static 


jaw opening is set by rotating the handle, as on a conventional vise. ¢ | 
WiltOmatic Vises are safe and fool-proof. Power stroke is limited to 12”, 
even with vise empty. Recommended usage is to preset the jaws for 
the smallest possible travel which will allow the work pieces to be 
loaded without interference. 
WiltOmatic Vises operate on air line pressures from 30 to 120 psi, with 
locking force varying in direct proportion to the input pressure. For 
best results, input air pressures from 65 to 100 psi are recommended. 
SPECIFICATIONS—SWIVEL BASE TYPE ; 
Usable Maximum — Oil Volume to Rated Approx. q) | 
Catalog Jaw Jaw Power Produce Maximum Locking Depth of Ship. : 
Number Width Opening — Stroke Power Stroke Force Throat Weight | 
WS-250 242" 3" x" 59 cu. in. 2513 Ibs. he 33 Ibs. : 
WSs-400 4” 6” Y," 1.47 cu. in. 4712 lbs. 32" 99 Ibs. 
WS-450 AYA" T Vix 1.47 cv. in. 4712 lbs. 4," 110 Ibs. 
WS-600 6" 8” Wat 2.15 cv. in. 6891 Ibs. Ax” 162 Ibs. 
SPECIFICATIONS—STATIONARY BASE TYPE 
WN-250 2%" 3s x" 59 cu. in. 2513 Ibs. ee 31 Ibs. 
WN-400 4” 6” Y," 1.47 cu. in. 4712 Ibs. 342" 9A Ibs. 
WN-450 AY,” 7" Ya" 1.47 cu. in. 4712 Ibs. AV,” 104 Ibs. | 
WN-600_ 6" 8” Y," 2.15 cu. in. 6891 Ibs. AY" 150 Ibs. rs 
SPECIFICATIONS—COMBINATION PIPE & BENCH TYPE & 
Maximum Oil Volume to Rated Approx. 
Catalog Jaw Pipe Power Produce Maximum Locking Depth of Ship. 
Number Width Capacity Stroke Power Stroke Force Throat Weight 
WC-1 AY," ¥g-3Y2" y," 1.47 cu. in. 4712 lbs. 4x," 116 Ibs. 


Wwc-2 Ss Yg-AV2" y," 2.15 cv. in. 6891 Ibs. 5%" 153 Ibs. 


47 


AIR AND | 
HYDRAULIC | 


TOOLS 


ton 
Heavy Duty Air Cylinders 


MOUNTING DIMENSIONS 


Catalog : 

Number A B Cc D E F G LM N P 

ie bi oi Rte i in a ‘ Oy % — kh Wilton fixture locks are single acting air 
6 Is £ 1 1% — 1 i i i i - 

4160 6% 7h 3% 34 44 1% % we % W%e 1 cylinders employing simplest design and con 


struction, require virtually no maintenance. 
Internal spring provides snappy return action 
and holds air consumption to half of normal; 
for extra-fast return stroke use Rapid Return 
Valve No. 2946 (see Accessories, page 43). 
Foot pedal air control is recommended for 
bench and drill press applications where 
operator needs freedom of both hands; for 
other machine tools, hand control is pre- 
ferable. Intake holes have %4” pipe thread. 


Heavy duty, semi-steel castings used through- 


out. All parts precision machined. | 
| 
_ J SPECIFICATIONS — HEAVY DUTY AIR CYLINDERS ’ 
4 : Locking Mounting Approx. 
Catalog Piston Outside Maximum Force at Overall Holes Center Ram Ship. 
Number Diameter Diameter Stroke 100 psi Length Distance Diameter Weight 
4125 3. 37%" 1%" 650 Ibs. 52” 4,” he" 8 Ibs. 
4140 4” 5%" 2Y%e" 1200 Ibs. 6" 5%" Te 16 Ibs. 
4160 5Y" 6%" 3%" 2800 Ibs. 6%" 634" 184 22 Ibs. 


ri ge eas 


AIR AND 


ca = Power Tool Replacement Parts x 
Ji 


Piston A 


C0 


(Internal - "O" Ring) (3) 
(External - "0" Ring) Spring (4) 


PowRlock 


IHustrated PowRlock is Senior type. 


Main Body Hydraulic Packing Return Adjustable Spring Loaded 
Parts to Fit Assembly Piston Rings, per Spring End Cap _ Retaining Collar 
PowRlock Types (1) (2) set (3) (4) (5) with Guides c 
Junior-—2600, 2500 $28.00 $14.00 - $1.60 $1.40 $4.80 $8.00 ; 
Senior—2300, 2200 30.00 16.00 1.40 125 4.80 8.00 


PART @ bi 7 PART 10 
PART 7 f SON PART 3 
B Vi PART © SF Ze \ 


When ordering parts please furnish Cat- 
alog Number, Serial Number, and ap- 
proximate purchase date of tool. 


| 
| 
| 
! 
| 
| 
| 
| 


Ilustrated vise is MilOmatic type. 


Parts to Jaw Main Movable Main Hydraulic Packing 
Fit Vise Inserts, Vise Jaw Vise End Piece Return Rings, 
Number per set Spindle Assembly Nut Assembly Spring per set 
MilOmatic 
MS-600, MN-600 $12.90 $16.00 $108.00 $18.00 $ — $2.60 $1.60 
WiltOmatic 
WS-250, WN-250 3.55 3.40 5.95 8.00 30.00 2.10 1.05 
WS-400, WN-400 5.60 5.95 13.30 11.00 42.00 2.60 1.30 | 
WS-450, WN-450 6.55 7.05 17.90 11.00 42.00 2.60 1.30 x 
WS-600, WN-600 10.35 11.10 40.05 15.00 57.00 2.85 1.60 


Air Hydraulic Boosters ) 


When ordering Booster replacement parts, please give Catalog Number, Serial Number, and approximate 
purchase date of booster. 


Parts to Fit Air Filter Packing Fluid 

Booster Air Hydraulic Return Hydraulic Main for Breather __ Rings, per a 

Number Piston Piston Spring Chamber Body hole Set quart & } 

“is 4625 $ 5.50 $ 5.90 $1.80 $14.50 $23.00 $1.15 $1.15 $2.00 a! 
- 4745 e290 14.60 2.10 38.00 43.00 LFS 3.20 2.00 
4760 11.00 14.60 2.10 38.00 48.00 1.15 3.90 2.00 


All items on this page carry a minimum invoice charge of $4.00. 
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Cadet Mechanics’ 
Vises 


Hobby Vises 
Torco Bench Vises 


Shop King Utility 
Bench Vises 


Triple Duty Utility 
Vises 


Woodworkers’ Vises— 


Homeshop 55 | 


Display Assortments 56 | 


| 
Scout Economy Vises 57 
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o Wilton CADET 


COMMERCIAL 


*HORIZONTALLY ANCHORED NUT 
eliminates off-center pull and back-lash. 


*RUGGED AND DURABLE 
CONSTRUCTION combining malleable 
iron and semi-steel castings. 


*SPINDLE AND NUT are grease- 
packed and fully enclosed 
by vise body. 


*HARDENED STEEL SERRATED JAWS 
are removable, interchangeable, 
and reversible. 


*ROUND BODY DESIGN permits 
precision machining, prevents 
entry of chips or dirt. 


Mechanics Vises 


..- designed and priced for 


the tradesman and 


auto mechanic 


UNCONDITIONAL 2 YEAR 
GUARANTEE 


Wilton CADET Mechanics’ Vises were developed to fill the 
need for a vise better than conventional homeshop (or hard- 
ware type) vises, but not equal to the superior quality or 
higher prices of Machinists’ Vises. Cadet Vises offer many 
of the features formerly found only in Machinists’ Vises, but 
are priced within reach of the average individual. 


Wilton Cadet Vises are recommended especially for the auto- 
motive service industry, and for quality minded repair men 
and home-craftsmen. 


COMMERCIAL! 
VISES 


8 ® 
RECOMMENDED FOR Wilton CADET 
¥ %* AUTOMOTIVE SERVICE 


STATIONS 


' %* AUTOMOTIVE REPAIR Design of Cadet Mechanics’ Vises is similar to the basic Wilton 
SHOPS Vise design shown on page 5, but with proportionately less weight, 

—_ throat depth, and maximum jaw opening. Vises do not conform 
~ %& GENERAL REPAIR with Federal Specifications. Finished in durable brilliant orange 


SHOPS . enamel. 


All sizes come with swivel base having 160° rotation, and double 

swivel locks. Unconditionally guaranteed for 2 years, unless 

abused; Expiration date is stamped on each vise. Lifetime guar- 
- antee against defective materials or poor workmanship. 


SPECIFICATIONS — WILTON CADET MECHANICS’ VISES 


Catalog Jaw Maximum Depth of Approx. 
Number Width Opening Throat Ship. Wght. 
135 3Y2" 4” 24" 22 Ibs. 
140 4” 5%" 2%" 39 Ibs. 
145 4V," 5%” 2%” 42 Ibs. 
150 5” 62" 34” 55 Ibs. 


REPLACEMENT PARTS 
To Fit Part #10 Part #4 Part #6 Part #7 Part #8 Assembly #9 Part #12 Assembly #13 


Cadet Steel Jaws Horseshoe End Main Movable Main Screw Swivel 
Vise per pair Collar Piece Nut Front body Spindle & Base 
No. Jaw complete Handle complete 
135 $ 6.55 $1.55 $1.85 $4.45 $12.75 $14.80 $ 5.85 $ 9.10 
140 8.15 2.30 3.20 6.80 20.70 23.65 8.05 14.50 
145 9.35 2.40 3.40 74S 23.55 26.60 9.70 15.30 
150 12.45 3.20 4.75 8.15 32.90 35.65 11.15 22.65 


A a GETS LORETO SO 


_ Wilton Hobby Vises 


Hobby vises are available in several styles, all inex- 
pensively priced. Vises No. 1110 and 1112 have solid 
clamp bases; No. 1111 has clamp base with swivel 
action. Constructed with double guide bars, and ma- 
chined jaw surfaces. 
Vise No. 1125 has one-piece body, protected spindle, 
= accurately guided movement. Swivel base locks posi- 
2 é- L 2 tively in any of 8 positions. Jaws are smooth steel, re- 
” — placeable. All vises finished in bright red enamel, and 
individually boxed. 


SPECIFICATIONS—WILTON HOBBY VISES 


Catalog Jaw Maximum Units Ship. W ght. 

Number Description Width Opening Per Case Per Case 
1110 Solid Clamp Base 1%” 1%” 12 25 lbs. 
1112 Solid Clamp Base 24" 244" 6 25 Ibs. 
1111 Swiveling Clamp Base 2Va" 2%" 6 32 Ibs. 


1195 te ES El Pe con PALA lon PAA 77 ek 


my =: FORCO Bench Vises 


> 


.-- for medium and light duty commercial use 


| 
0 | 
x 


Not a Machinists’ vise, but rugged enough for commercial use 
such as service stations and light manufacturing. Strong, simple 
design and accurate machining result in dependable performance. 
Rectangular semi-steel body covers and protects screw and slide 
bar. 


Moderately priced. Available with or without hardened steel pipe 
jaws. All models have serrated, hardened steel top jaws and 
double locking swivel base. 


4" 7.65 7.90 5.85 4.05 4.00 2.30 


VISE BASE AND SWIVEL FULLY MACHINED j 

SPECIFICATIONS—TORCO BENCH VISES 

Catalog Jaw Maximum Pipe Approx. : 

Number Width Opening Capacity ~ Ship. Wght. 

435 3" 4” Ye-1Y2" 24 Ibs. 
440 4” 2 4," Yg-2" 26 Ibs. 

f \ 3 

REPLACEMENT PARTS \ J | 

Torco Vise Movable Main Body Swivel Base Screw Top ’ Pipe _ | 

Jaw Size Front Jaw Complete Assembly Spindle Jaws Jaws | 

32" $6.70 $6.80 $4.70 $3.50 $3.40 $2.30 | 

: 
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Shop King = 


most value 
for the 

customer’s 
» dollar! 


Wilton’‘s 
beautiful 
hardware Continuous lines paralleling bottom of body, and bright red enamel 
finish enhance the dashing appearance. Multicolored merchandising 
tag attached to each vise speeds turnover at retail level. Each vise 


equipped with replacable pipe jaws, wire cut-off tool, hardened serrated 


top jaws, and swivel base. Packaging designed for easiest stocking and 
handling. : 


vise! 


SPECIFICATIONS—SHOP KING VISES 


Catalog Jaw Maximum Pipe Ship. Wght. 
Number Width Opening Capacity Each 
633% sy." 4” Ye-1Y2" 19 Ibs. 
634 4” AY2" Ye-2" 30 Ibs. 
635 De ‘apd Yg-2" 34 Ibs. 
636 5%” 5%" Yg-2Y2" A5 Ibs. 
REPLACEMENT PARTS 
Parts to Matched Stationary Body 
Fit Vise Steel Top and Movable Front Jaw Swivel Base Pipe Jaws, Screw 
Number Jaws, pair (castings only) Complete pair Spindle 
633% $3.40 $ 9.30 $3.50 $2.30 $3.40 
634 4.00 14.40 4.80 2.55 3.95 
635 4.95 16.30 5.30 2,55 4.75 
LIL £a2n 
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Wilton’s all new 


TRIPLE DUTY UTILITY VISES. 


... with all the features do-it-yourselfers want! * a 


IT’S A METAL WORKING VISE! 


Superstrong, accurate 5"’ serrated jaws 
of hardened steel are perfect for every 
metal clamping job! 


EXCLUSIVE RAPID TITAN® NUT ACTION 


All sizes equipped with Wilton’s patented Rapid 
Titan nut. These all-steel nuts are virtually wear- 
proof. Clockwise handle rotation automatically 


engages the nut, and continued rotation advances IT’S A WOODWORKER'S Vi 

the movable jaw. Opposite rotation disengages pean psc pp Sty avy Sithoot 

the nut, allows free sliding action. There are no a mar or scratch! : 
triggers or buttons to control the nut action. Proven 4 


dependability. 


3 Complete homeshop vises built into a single 


ADVANCED frame! No longer any need to buy a bench vise, 
pipe vise, and woodworking vise separately . . . 
VISE all 3 are built into Wilton’s all-new “Triple Duty” 
line. These are husky vises, with greater jaw depths 
DESIGN and over-sized anvils. Removable Masonite jaw 


faces included with each vise! 


SPECIFICATIONS—UTILITY VISES WITH RAPID ACTION 


Catalog Width Maximum Depth Pipe Shipping 

Number of Jaws Opening of Jaws Capacity Weight 

6632 Se 354” 2%" Yg-1¥” 18 Ibs. IT’S A PIPE VISE! 

664 4” 4," 2%” W%-2" 27 Ibs. Equipped with heavy duty pipe iews for - 
665 5” 5A” 34” Ve-2 Yn" 35 Ibs. clamping pipe, rods, and all roun: 


objects! 


Wilton Utility Vises — 


VISES 


>) CONVENTIONAL NUT ACTION e 
COVERED SPINDLE CONSTRUCTION e 


Wilton’s finest competitively priced Utility Vise. Comes 
with replaceable, serrated steel top jaws and cast-in pipe 
jaws. (Also available with jaw faces for Woodworking, 
and Rapid Action — see listing on preceding page.) 


Vise slide is formed of heavy gauge steel, completely 
covers and protects the spindle. Swivel rotates 200°. 
Extra-large anvils. Vises are finished in brilliant red 
enamel, and individually cartoned. 


SPECIFICATIONS—UTILITY VISES WITH CONVENTIONAL ACTION 
Catalog Width Maximum Depth 


Pipe Shipping 
Number of Jaws Opening of Jaws Capacity Weight 
6432 ew 35%” 244" Ye-1Y2" 17 Ibs. 
644 4” 4" 2%," Ye-2" 26 Ibs. 
- 645 S* 5%” 3%" Ye-2Y2" 34 Ibs. 
. REPLACEMENT PARTS 
Parts to Serrated Smooth Matched Stationary Rapid Swivel 
Fit Vise Steel Top Woodworking Screw Body & Movable Conventional Action Base 
Number Jaws, Jaw Faces, Spindle Front Jaw Action Nut and Complete 
pair pair (casting only) _ Nut Cradle 
6432, 663% $3.75 $1.65 $3.40 $ 9.00 $7.30 $3.50 $3.50 
644, 664 4.20 2.00 3.95 13.75 1.65 3:95 4.80 
645, 665 4.95 2.30 4.75 16.30 2.00 5.40 5.30 


<) Homeshop 
Woodworkers’ Vises 


A great value! This fine homeshop Woodworkers’ Vise is equipped 
with sturdy wooden handle. Screw is precision cut modified Acme. 
Body is finished in brilliant red enamel. Vises are individually 
boxed, and repacked in convenient master cartons. 


SPECIFICATIONS — HOMESHOP WOODWORKERS’ VISE 


Catalog Jaw Maximum Units Ship. Wght. 
Number Size Opening Per Case _ Each 


1203W 62 x 3%" Te 4 11 Ibs. 


COMMERCIAL 


~ VISES 


Attractive all steel display stand is finished in deep green 


baked enamel. Par 


lel rows of slots on both sleeves allow 


bolting down any Witton bench vises for greater safety. Stand 
is of sturdy, compact design, requires less than 3 square feet 
of floor space. Dimensions are 14” x 30”. 


DISTRIBUTORS’ COST OF DISPLAY STAND No. D-7 


Stand when ordered alone................---------------------/ 422.50 
Stand with vise assortments shown below.............. 10.00 
With $300.00 net minimum order of vises 

from pages 6, 7, 8, 50, arid 52.....-._.....-...--..-- N/C 


DISPLAY ASSORTMENT FOR INDUSTRIAL DISTRIBUTORS 
Wilton Machinists’ Vises Nos. 300S, 350S, 450S, 


500S, C-1 and 2 No. 400S 


laces Catalog No. D-710 


DISPLAY ASSORTMENT FOR AUTOMOTIVE DISTRIBUTORS 
Wilton Cadet Vises Nos. 135, 140, 145, 150 
Wilton Machinists’ Vises Nos. 350S, 4005S, 


S e ne 
THE FINEST — 
ON sien Vises 


RETAIL STORE 
ASSORTMENT 
Consists entirely of Shop King 
vises. Includes 2 each No. 63312 


and 634,.1 No. 635 and D-6 
display stand. 


Catalog No. .........-...... D-614 


Shipping Weight, lbs. ....139 


cireguartoereraecs Catalog No. D-712 


Pore eo’ 


e 


ne IN Wises 


NEW ECONOMY 
ASSORTMENT 


Samples of several lower priced - 


utility vises. Includes 1 each of 
No. C-53%, C-54, 1112, 1125, 
663%, 664, and D-6 display 
stand. 


Catalog No. ................ D-617 
Shipping Weight, Ibs............. 79 


Counter display stand when ordered separately 


Catalog Number........ D-6 


“THE EINEST 


Shipping Weight, lbs 


AUTOMOTIVE 
ASSORTMENT 


Consists entirely of Wilton 
Cadet vises. Includes 1 each of 
No. 135, 140, 145, 150, and 
D-6 display stand. 


Catalog No. _............... D-618 


Shipping Weight, Ibs...162 


COMMERCIAL | 


for more profit? ) | Gf 
Sell Wilton’s new 


SCOUT ECONOMY VISES 


... the best buy on the market! 


scout MODEL 
NO. C-54 


SCOUT MODEL NO. C-55 


SCOUT’S BONUS FEATURES: 


_SCOUT’S BETTER PRICE, BONUS FEATURES, * REMOVEABLE STEEL INSERT JAWS 
AND PRODUCT PROMOTION MEANS + ee eer 
MORE WAMPUM IN YOUR TEEPEE! * PRECISION MACHINED SCREW 
: * LARGE ANVIL WITH FORMING HORN 
* 


POSITIVE LOCKING SWIVEL BASE | 


SPECIFICATIONS—SCOUT ECONOMY VISES 


Catalog Jaw Maximum Depth Shipping 
Number Width Opening of Jaws Weight 
C-532 3Y" a 

C-54 4” 354" 


C-55 AY" 4M" 


DEALER STUFFERS AVAILABLE ON REQUEST 


mal CORRESPONDING CATALOG NUMBERS 


CHARTS : This comparative chart was compiled for the convenience of buyers without any intent to draw a comparison. — 
Blank spaces indicate that to the best of our knowledge no competitive makes are ayailable. 


MACHINIST VISES — SWIVEL BASE 


Jaw Amer. Colum- Hol- 
Width WILTON Scale Athol bian lands Morgan’ Parker ‘Prentiss Reed Simplex Yost 

20 20S SOMES ag perce Rite Vere eeee lS Gta ee Ue RA ae so ccenngt> SE ie Ea, A ey ie : 

22" 250S Oe RIOT Sty eo, Sa a i ee ee eR ere bet ay Ss Set Ugg Naat 

3% 300S 61 623 603M2 23 130 973 263 203R 31SN 203 
32” 350S 62 623% 603%M2 23% 135 973" 2632 203 VaR 33SN 203% 
a: 400S 63 624 604M2 24 140 974 264 204R AISN 204 | 
4V," 450S 64 624Y%2 604%2M2 242 145 9742 2642 204Y2R A3SN 204% ' 
5° 500S 65 625 605M2 25 150 975 265 205R 51SN 205 ‘ 
6” 600S 66 626 606 26 160 976 266 206R 61SN 206 
8” 800S 68 628 608 28 180 978 2682 208R 81SN 208 


MACHINIST VISES — STATIONARY BASE 


of 20N Bet eas Sree cin tats 5 +, Mesto ate ny ctGe, | pene sete eens ys Page een 
2%" 250N ety ft ae ee oe Sie combs ee Bates Priel duo ct ani ee, 
Sf 300N 51 613 503M2 13 30 953 253 103R 31PN (103 3 
3M" 350N 52 613% 503¥%M2 13% 35 953%. 253%. 103%R 33PN 103% 

4" 400N 53 614 504M2 14 40 954 254 104R AIPN 104 

AY" 450N 54 614% 504%2M2 14% 45 9542 254%2 104%R 43PN 104% 

ar 500N 55 615 505M2 15 50 955 255 105R 51PN_ 105 

6” 600N 56 616 506 16 60 956 256 106R 61PN 106 

8” 800N 58 618 508 18 80 958 2582 108R 81PN_ 108 

MACHINISTS VISES—SWIVEL BASE AND SWIVEL JAW f 

3%" 3508S) 75 6432 403% 43% 335 383%. 453%. 403Y%R 33SJN _...... 
4V¥2”" 4508S) 77 644%. 404% 44%. 345 384%. 454%. 404Y%2R AISIN __..... 

6” 6008S) 79 646 406 46 360 386 456 AO6R A3SJN Db Ss 


COMBINATION PIPE AND BENCH VISES 


3" c-0 22A °-'8234: - 203% —— ........ 87 433 353V2 Le CP33 31C 
AY" C-1 23A 324¥%2X 204% 53% 88 434%. 354% 2G CP43 326 
ised C-2 24A 325X 205 54 288% 435 355 3C Eton 33C 
Ne C-3 25A 326X 206 56 289% 436 356 AC CP53 34C 


HINGED PIPE VISES 


Pipe Amer. Colum- Hol- 


Capacity WILTON Scale Athol bian lands Morgan Parker Prentiss Reed Simplex Yost 
Ye-2” 52 2 212 160 401 2M 180 190 0 12 aod 
Vg-2%” 53 3 212% 161 402 AM 181 191 1 12% 51 
Yy-3" 54 4 213% 162 403 6M 182 192 2 13% 52 
Ve-4o"” 55 5 214% 163 404 8M 183 193 3 14% 53 
WOODWORKERS’ VISES | 
Jaw 
Size 
4x7" 61A 204C Pate 7: GDI 10A 25W i) W7CD _— i... 
4x 10” 62A OAS oh ee tOcGDi. ==. 20A 26W © 16W aede: W10CD _ ....... 
AX?" 63A 204 saat FARDIo ose 100A 445W 335W —_ W7 405 . 
4x 10”. 64A BOS 33 eee 10 RDT ae 200A 446W 336W — W10 400 ; 
Ax 7* 71A es ps 7 GPT ou aceon C atin ties," wea ; ars. W7C nisi 
4x 10” 72A Been Beet 105GPT 2 7d 0 Pgs oe tea ee eae ade Enea W10C 
4x7” 73A poesia a 7 RPT Soa 100 Sele Epes ie Ww7P bees 
4x10” 74A SS Soa ees ee 1O ARPS 200 Se ee ee Rosch W10P _—_..... 
ah oe Ae | eee <a te ea ee 
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addition, the following 
WILTON Vises 
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Wilton Milling Machine 


Wilton Power Tools 
Air and Hydraulic 
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WILTON Vises 

Machinists’ Vises : 
Combination Pipe & Bench Vises 
Precision Jewelers’ Vises 

U.S. Design Pat. No. 131498 
Trade Mark Registered 


i] 


WILTOMATIC Power Bench Vises 
U.S. Patent No. 2693727 
Trade Mark Registered 


MILOMATIC Power Machine Vises 
U.S. Patent No. 2708381 
U.S. Patent No. 2708382 


POWRLOCK Setup Clamps 
U.S. Patent No. 2752801 
Trade Mark Registered 
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Wilton CADET Vises.................. 


Wilton Woodworkers’ Vises (Professional Quality)........ 


PowRarm Work Positioners. . 


Mechanical Parts. . 


PATENTS 


CANADA—542038—PowRlock 


Oficial WILTON 


All Wilton Products are guaranteed for life against defective material and sub-standard workmanship. In 


Wilton Products carry more inclusive guarantees. 


Machinists’ Bench Vises 
Combination Pipe & Bench Vises. 


Unconditional 5 Year Guarantee 
(Expiration date is stamped on 
each vise) 


. Unconditional 2 Year Guarantee 
(Expiration date is stamped on 
each vise) 


Unconditional 3 Year Guarantee 
. Unconditional 3 Year Guarantee 
........Unconditional 1 Year Guarantee 


Vises. . 


OS ee ee ee ee se ne oe ee ea fra ee rer 
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Parts. seeeeeee. 60 Day Warranty 


tee eeeeeeeee e120 Day Warranty 


WILTON TERMS OF SALE 


Wilton Products are sold only through authorized wholesale distributors, 


Distributors are limited in line with local conditions, and selected for 
their ability to furnish technical services and maintain adequate inventories. 


Current prices, discounts, and freight terms are published periodically 
in the Wilton Suggested Net Resale Sheet. All prices appearing in this 
catalog are approximate only, and are subject to change without notice. 


Returned goods shipped to the .factory for service or exchange must 
be sent freight prepaid. Freight collect shipments are automatically refused. 


Handling charge of 15% is made on items returned for exchange to 
cover cost of refinishing and packaging. We reserve the right to reject 
any item returned without prior authority. 


AND TRADE MARKS 


Wilton CADET Mechanics’ Vises 
U.S. Design Pat. No. D-29738 
U.S. Design Pat. No. D-46926 
Trade Mark Registered 


Wilton SHOP KING Vises 
U.S. Design Pat. No. 164143 
Trade Mark Registered 


Wilton SCOUT Vises 
U.S. Patent Pending 
Trade Mark Registered 


Wilton TORCO Vises 
U.S. Design Pat. No. 154001 
Trade Mark Registered 


Wilton TRIPLE DUTY Vises 
U.S. Design Pat. No. DES-184413 


One or more of WILTON Products are 


Wilton Woodworkers’ Vises 
U.S. Patent No. 2430458 
U.S. Design Pat. No. D181115 


Wilton RAPID TITAN C-clamps 
U.S. Patent No. 2430458 

U.S. Design Pat. No. 184268 
Trade Mark Registered 


PERMA-PAD (for C-clamps) 
U.S. Patent Pending 
Trade Mark Registered 


POWRARM Work Positioners 
U.S. Patent No. 2354937 
U.S. Patent No. 2559925 
Trade Mark Registered 


Wilton UNIVERSAL TURRET Vise 
U.S. Patent Pending 


patented in the following foreign countries: 
532950—WiltOmatic Australia Japan 
ey iad 472713—PowRarm Belgium Mexico _ 
—¥ 9 D134-19815—Cadet England South Africa 
a | 2 D145-20901—Rapid Titan Clamp France Sweden 
4 N. S. 21302—Trade Mark Wilton Germany Switzerland 
—, > D19577—Shop King Italy Spain 
— 


Various WILTON Tools are manufactured under our Patent Licenses in 
the following countries: England, France, Germany, Italy and Australia. 
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WILTON TOOL MANUFACTURING CO. 


9525 IRVING PARK ROAD, SCHILLER PARK, ILLINOIS 


PHONE: GLadstone=5=6600>— 
CHICAGO PHONE: NAtional 5-7770 


TELETYPE: Schiller Park, Ill. 3495 


NEW YORK LOS ANGELES 
CHickering 4-1914 DISTRICT SALES OFFICES DUnkirk 2-2255 


PRINTED IN U.S.A. 


COPYRIGHT 1960 WILTON TOOL MFG. CO., INC. 


